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sorted by 1) quotas / suspensions 2) then "CN-code"
DISCLAIMER: The duty suspension and quota requests on the following list are currently under discussion. The data available on this list may not represent the final state of the discussions within the relevant Commission Working group. Please note that it cannot be guaranteed that the information available exactly reproduces an officially adopted text. Only European Union legislation published in the  the Official Journal of the European Union is deemed authentic
	CN code
	TRC
	Reference Mail
	Description
	S/Q
	New or amendment
	Country
	Position
	Public Comments

	2811 19 80
	
	1215626/2015
	Minumum 98,5 % grade crystal phosphorus acid (CAS RN 13598-36-2)
	Q/tonnes, 
	New
	TR
	Applicant
	ROUND 01-2016 Acrylic Polymer Polyacrylate

	2918 29 00


	
	2989075/2014


	Octadecyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate (CAS RN 2082-79-3) with

— a sieve passing fraction at a mesh width of 500 μm of more than 99 % by weight and

— a melting point of 110 °C or more, but not more than 125 °C,

for use in the manufacture of PVC-processing stabilizer-one packs based on powder mixtures

-- AT - Mar 2015 --

Octadecyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate (CAS RN 2082-79-3) [with a sieve passing fraction at a mesh width of 500 μm of 99 % or more by weight]

-UK-21-01-2015

Octadecyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate (CAS RN 2082-79-3) with a sieve passing fraction at a mesh width of 500 μm of more than 99 % by weight, for use in the manufacture of PVC-stabilisers (1)

-AT-19-01-2015

Octadecyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate (CAS RN 2082-79-3) with a sieve passing fraction at a mesh width of 500 μm of more than 99 % by weight

-AT-17.12.2014-new proposal-

Octadecyl 3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate (CAS RN 2082-79-3) with a sieve non-passing fraction at a mesh width of 500 μm of not more than 1 % by weight

(1)


	Q/80000kg, 01.01-31.12


	Amendment


	AT

DE

EU
	Applicant

Opposed

Opposed
	ROUND 2016 01 resubmitted under "quotas"  ROUND 2015-07 file rejected due to objection Antioxidant for plastic products; acts in processing of PVC



	2918 29 00


	
	2989098/2014


	Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8)

— with a sieve passing fraction at a mesh width of 250 μm of more than 75 % by weight and at a mesh width of 500 μm of more than 99 % by weight, and

— a melding point of 49 °C or more, but not more than 54 °C,

for use in the manufacture of PVC-processing stabilizer-one packs based on powder mixtures

-- AT - Mar 2015 --

Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8) with a sieve passing fraction at a mesh width of 250 μm of more than 75 % by weight and at a mesh width of 500 μm of more than 99 % by weight, for use in the manufacture of PVC stabilisers

-AT-19.01.2015

Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8) with a sieve passing fraction at a mesh width of 250 μm of more than 75 % by weight and at a mesh width of 500 μm of more than 99 % by weight

-AT-17.12.2014 new proposal-co-application?

Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8) with a sieve passing fraction:

— at a mesh width of 250 μm of not more than 50 % by weight and

— at a mesh width of 500 μm of not more than 6 % by weight

co-application-UK-11.12.2014

Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8) with a sieve passing fraction:

— at a mesh width of 250 μm of 75 % or more by weight, and

— at a mesh width of 500 μm of 99 % or more by weight

-UK suggestion-02.11.2014

Pentaerythritol tetrakis(3-(3,5-di-tert-butyl-4-hydroxyphenyl)propionate)  (CAS RN 6683-19-8) with a sieve non-passing fraction at a mesh width of 250 μm of not more than 25 % by weight and at a mesh width of 500 μm of not more than 1 % by weight

(1)

	Q/380000kg, 01.01-31.12

	Amendment

	AT

UK

DE

EU
	Applicant

Co-applicant

Opposed

Opposed
	ROUND 2015-07 file rejected due to objection Antioxidant for plastic products; acts in processing of PVC


	2920 90 10
	
	1158203/2015
	Dimethyl Sulphate (CAS RN 77-78-1)
	Q/12000tonnes, 01.01-31.12
	New
	ES
	Applicant
	ROUND 2016-01 The Quaternary Ammonium products are obtained through a complex process which includes the quaternary stage resulting from the reaction of a tertiary amine with dimethyl sulfate

	3204 17 00
	
	1054015/2015
	Colourant C.I. Pigment Red 168 (CAS RN 4378-61-4) and preparations based thereon with a colourant C.I. Pigment red 168 content of 50 % or more by weight) 
	Q/kg, 
	New
	UK
	Applicant
	ROUND 01-2016 Pigment Preparations for us in the manufacture of dyes

	3823 70 00
	
	1218636/2015
	Lauryl alcohol C1216 (CAS RN 68855-56-1)
	Q/tonnes, 
	New
	PL
	Applicant
	ROUND 01-2016 Raw materials for processing of non-ionic and anionic surfactants / additive in detergents, body washing products, cosmetics and other industrial and commercial application

	3823 70 00
	
	1218397/2015
	Lauryl alcohol C1214 (CAS RN 80206-82-2)
	Q/tonnes, 
	New
	PL
	Applicant
	ROUND 01-2016 Raw materials for processing of non-ionic and anionic surfactants / additive in detergents, body washing products, cosmetics and other industrial and commercial application

	3824 90 92
	
	1091490/2015
	DE-VERSION:

Acetophenon (CAS RN 98-86-2), roh
	Q/tonnes, 
	New
	DE
	Applicant
	ROUND 01-2016 Grundstoff für chemische Synthesen

	3902 10 00
	
	1168896/2015
	Polypropylene must contain the following resin, thermal, mechanical properties and proressing conditions;

— A Melt Flow Rate (MFR)of 4.8 g/10min at 230°C and 2.16kg load (as determined by the ASTM Method D 1238)

— A density of 905kg/m3 at 23°C (as determined by the ASTM D 792 Method)

— A tensile Strength at yield of 35 MPa (as determined by the ASTM D 638 Method)

— A tensile Elongation at yield of %12 (as determined by the ASTM D 638 Method)

— Flexural Modulus (1 % Secant) of 1500 MPa (as determined by the ASTM D 790A Method)

— Notched Izod Impact Strength of 32 J/m at 23°C (as determined by the ASTM D 256 Method)

— Rockwell Hardness of 100 (as determined by the ASTM D 785 Method)

— Vicat softening Point  of 155°C (as determined by the ASTM D 1525B Method)

— Heat Deflection Temperature of 100°C at 455 KPa (as determined by the ASTM D 648 Method)

— Barrel temperature range of  235 – 250°C

— Melt temperature of  250 – 260°C 


	Q/2160tonnes, 01.01-31.12
	New
	TR
	Applicant
	ROUND 2016-01: Polypropylene raw material which is imported as Granul, has first being melted at 230-260 Centigrade degree in extrusion line and then cooled in the water to get a film. After these process the yarns have been obtained by the blading application of the films. These yarns have been used in the production of PP primary carpet backing.

	3905 30 00


	
	137255/2010


	Poly(vinyl alcohol), whether or not containing unhydrolysed acetate groups

	Q/15000tonnes, 01.01-31.12

	Amendment

	NL

BE

DE

DE

DE

ES

ES

ES
	Applicant

Co-applicant

Co-applicant

Opposed

Opposed

Opposed

Opposed

Opposed
	ROUND 2014-07-01: >> A request to increase the quota amount to 28 000 mts. >> objection against increase (or even the whole measure in total)  Proposal for 1/1/2014 round: Amended description: “Poly(vinyl alcohol), whether or not containing unhydrolysed acetate groups for use in the manufacture of adhesives falling within heading 3506”


	ex 3905 99 90


	81


	1102646/2012


	 Poly(vinylbutyral)(CAS RN 63148-65-2):

— containing by weight 17,5 % or more, but not more than 20 % of hydroxyl groups and

— with a median particle size (D50) more than 0,6 mm


	Q/11000tonnes, 01.01-31.12


	Amendment


	FR

DE
	Applicant


	ROUND 2016 01 request for increase  ROUND 2013-07-01: is used as an interlayer in the production of laminated safety glass, in automotive and architectural markets, which is a strongly growing market in the Community



	ex 7410 21 00
	90
	1215811/2015
	Copper foil (whether or not printed or backed with paper, paperboard, plastics or similar backing materials) of a thickness (excluding any backing) not exceeding 0,15 mm, backed, on refined copper
	Q/m², 
	New
	SI
	Applicant
	ROUND 01-2016 The laminates are used as basis material for the production of printed circuit boards, used in the following branches: household appliances, automotive industry, white technic, telecommunications

	8483 30 80
	
	1143555/2015
	Slide bushings with a backing of FeP01 steel (according to standard  EN 10130-1991) and a sliding layer of porous sinter bronze and poly(tetrafluoroethylene), suitable for axial applications in motor bike suspension units 
	Q/pieces, 
	New
	AT
	Applicant
	ROUND 01-2016 Slight bushes to be integrated into suspension units of motorcycle forks

	0709 59 10
	
	1314100/2015
	Fresh or chilled chanterelles  (Cantharellus)
	S
	New
	LT
	Applicant
	ROUND 2016 01 Fresh chanterelles could be processed into the following products of final consumption: -fresh  chanterelles (by additionally cleaning, sorting, packing); -salted  chanterelles (by blanching and salting); -frozen chanterelles; -dried chanterelles; -canned chanterelles

	0710 40 00
	
	1258171/2015
	Corn from corn cobs (Zea Mays Saccharata) with a diameter of 10-20 mm, husked, sorted, trimmed, washed, cut into 25 mm long pieces, blanched, cooled and individually quick-frozen
	S
	New
	SE
	Applicant
	ROUND 2016 01 Cut baby corn cobs (Zea Mays Saccharata) to be used as a raw material in the food industry, for the manufacture of vegetable mixtures and ready meals

	0714 90 20
	
	1258034/2015
	Chinese water chestnuts; peeled, washed, blanched, cooled and individually quick-frozen
	S
	New
	SE
	Applicant
	ROUND 2016 01 Chinese water chestnuts (Eleocharis tuberosa), to be used as a raw material in the food industry, for the manufacture of vegetable mixtures and ready meals

	ex 1511 90 19

ex 1511 90 91

ex 1513 11 10

ex 1513 19 30

ex 1513 21 10

ex 1513 29 30


	10

10

10

10

10

10


	1/1/1999


	Palm oil, coconut (copra) oil, palm kernel oil, for the manufacture of:

— industrial monocarboxylic fatty acids of subheading 3823 19 10,

— methyl esters of fatty acids of heading 2915 or 2916,

— fatty alcohols of subheadings 2905 17, 2905 19 and 3823 70 used for the manufacture of cosmetics, washing products or pharmaceutical products,

— fatty alcohols of subheading 2905 16, pure or mixed, used for the manufacture of cosmetics, washing products or pharmaceutical products,

— stearic acid of subheading 3823 11 00,

— goods of heading 3401, or

—  fatty acids with high purity of heading 2915 not for the manufacture of products of heading 3826

--- DE - Mar 2015 ---

Palm oil, coconut (copra) oil, palm kernel oil, for the manufacture of:

— industrial monocarboxylic fatty acids of subheading 3823 19 10,

— methyl esters of fatty acids of heading 2915 or 2916,

— fatty alcohols of subheadings  2905 17,  2905 19 and 3823 70 used for the manufacture of cosmetics, washing products or pharmaceutical products,

— fatty alcohols of subheading 2905 16, pure or mixed, used for the manufacture of cosmetics, washing products or pharmaceutical products,

— stearic acid of subheading 3823 11 00,

— goods of heading 3401, or

— fatty acids with high purity of heading 2915 for the manufacture of chemical products other than products of heading 3826

(1)

	S

	Amendment

	DE

BE

ES

FR

NL

EU

NL

NL

DE

EU
	Applicant

Co-applicant

Co-applicant

Co-applicant

Co-applicant

Opposed

Opposed

Opposed


	ROUND 2016 01 >> request for amendment >> discussion of possible prolongation  ROUND 1/7/2014:>> request to add 7th bullet point "(for the manufacture of) fatty acids with high purity of heading 2915"  >> The proposed new text is as current with the addition of the following: ex 1511 90 99: preparations for infant use of subheading 1901 10, 2106 90 and 2202 29 ex 1513 19 99: preparations for infant use of subheading 1901 10, 2106 90 and 2202 29  Prolongation Exercise 1/1/2014  Round 1.7.2012 = change request rejected, suspension continues unchanged


	2710 19 99
	
	1254190/2015
	Catalytically hydroisomerized and dewaxed base oil comprising hydrogenated, highly isoparaffinic hydrocarbons, containing:

— 90 % or more by weight of saturates, and

— Not more than 0,03 % by weight of sulphur

— With a viscosity index 80 or more  


	S
	New
	UK
	Applicant
	ROUND 2016 01 to produce automotive (passenger car and truck) engine oils that can meet Europe’s environmental standards for fuel economy and lower emissions (reduced NOx and lower particulates) as mandated by EURO VI (Commission Regulation 582/2011) / Group II Base Oils to be used in industrial lubricants to achieve better oxidation stability (longer lubricant life) and longer drain intervals (fewer oil changes).

	ex 2710 19 99


	10


	3016685/2013


	Catalytically hydroisomerized and dewaxed base oil comprising hydrogenated, highly isoparaffinic hydrocarbons, containing:

— 90 % or more by weight of saturates, and

— Not more than 0,03 % by weight of sulphur,

with a viscosity index of 80 or more

--- UK - Mar 2015 ---

Catalytically hydroisomerized and dewaxed base oil comprising hydrogenated, highly isoparaffinic hydrocarbons, containing:

— 90 % or more by weight of saturates, and

— not more than 0,03 % by weight of sulphur,

with a viscosity index of 120 or more.     

    

	S


	Amendment


	FI

UK
	Applicant

Applicant
	ROUND 2016 01 request for an amendment  ROUND 2014-07-01 >> how the component is to be used:These products are to be used as the main blending components in the manufacturing of premium lubricants. As a general rule, one litre of lubricants is composed of anywhere between 70% and 90% base oil, the rest being made up of additives. >> the manufacturing process being used:Hydroisomerisation technology. >> the manufacturing process being used:This is a high-temperature, high-pressure process in which a catalyst selectively converts the wax molecules (isomerized) into very high quality base oil. The process removes wax and thus lowers the pour point of the base oil, resulting in higher Viscosity Indexes and better yields. >> relevant chemical or physical characteristics:The chemical name of the substance is also lubricating oils (petroleum), C20-C50, and hydrotreated neutral oil-based. Relevant characteristics are viscosity, viscosity index, pour point, flash point, colour, Noack, Volatility, and density. (Please see relevant data sheets). >> what the finished product is: Premium lubricating oils



	2805 12 00
	
	1118141/2015
	Calcium with a purity of 98 % by weight or more, in powder form or solid wire form (CAS RN 7440-70-2)
	S
	New
	FR
	Applicant
	ROUND 01-2016 used in the production of cored wire

	2809 20 00
	
	1168846/2015
	Phosphoric acid (CAS RN 7664-38-2)
	S
	New
	TR
	Applicant
	ROUND 2016-01 used as raw material in producing both feed grade calcium phosphates (dicalcium phosphate & monocalcium phosphate) and food grade phosphoric acid

	ex 2811 22 00
	50
	527206/2014
	Calcined amorphous silicon dioxide powder with a particle size of not more than 20 µm of a kind used in the production of polymerization catalysts for the manufacturing of polyethylene

-- SE(mail/circa) - Mar 2015 --

Calcined amorphous silicon dioxide powder with a particle size of not more than 12 µm of a kind used in the production of polymerization catalysts for the manufacturing of polyethylene
	S
	Amendment
	SE
	Applicant
	ROUND 2016 01 change request  ROUND 2015-01 The product is a raw material (carrier) for a proprietary catalyst used in the polymerization of ethylene resulting in polyethylene.

	ex 2825 60 00
	10
	285068/2012
	Zirconium dioxide (CAS RN 1314-23-4)
	S
	Amendment
	DE
	Applicant
	Zirconium dioxide is used to produce synthetic corundum

	2840 20 90
	
	1111260/2015
	Hexaboron dizinc undecaoxide (CAS RN 12767-90-7)
	S
	New
	BE
	Applicant
	ROUND 01-2016 It concerns a chemical compound with flame retardant qualities.

	2849 90 50
	
	1257963/2014
	Tantalum Niobum Carbide, TaNbC (CAS RN 52502-86)
	S
	New
	SE
	Applicant
	ROUND 2016 01 component in the manufacturing of hard metal powder

	2849 90 50
	
	1257907/2015
	Tantalum Carbide, TaC (CAS RN 12070-06-3)
	S
	New
	SE
	Applicant
	ROUND 2016 01 used in different amounts as a component in the manufacturing of hard metal powder

	2903 39 90
	
	1118201/2015
	Difluoromethane  (CAS RN 75-10-5)
	S
	New
	FR
	Applicant
	ROUND 01-2016 Raw material used for the manufacture of fluorinated chemicals

	2903 39 90
	
	1111278/2015
	Difluoromethane (CAS RN 75-10-5) 
	S
	New
	BE
	Applicant
	ROUND 01-2016 refrigerant in heat pump systems

	2903 74 00
	
	1090914/2015
	DE-VERSION:

2-Chlor-1,1-difluorethan (CAS RN 338-65-8)
	S
	New
	DE
	Applicant
	ROUD 01-2016 Pflanzenschutzwirkstoff

	2903 99 90
	
	1090931/2015
	DE-VERSION:4-Brom-2-chlor-1-fluorbenzol (CAS RN 60811-21-4)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Die Ware wird in einem mehrstufigen chemischen Prozess zu einem Pflanzenschutzwirkstoff synthetisiert und durch Destillation gereinigt

	2904 90 95
	
	1090997/2015
	DE-VERSION:

1-Fluor-4-nitrobenzol (CAS RN 350-46-9)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	2904 90 95
	
	1090965/2015
	DE-VERSION:

Difluormethansulfonylchlorid (CAS RN 1512-30-7)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	2905 19 00
	
	1218679/2015
	Decyl alcohol C10 (CAS RN 112-30-1)
	S
	New
	PL
	Applicant
	ROUND 01-2016 Raw materials for processing of non-ionic and anionic surfactants / additive in detergents, body washing products, cosmetics and other industrial and commercial application

	2905 31 00
	
	1158701/2015
	Bio based ethylene glycol (CAS RN 107-21-1) 
	S
	New
	NL
	Applicant
	ROUND 2016-01 Feedstock raw material used in polymer manufacture

	2905 32 00
	
	1158634/2015
	Bio based α-propylene glycol (CAS RN 57-55-6)
	S
	New
	NL
	Applicant
	ROUND 2016-01 Unsaturated polyester resins; Airline de-icing fluids; Antifreeze; Heat transfer fluids; Agriculture adjuvents; Tobacco; Laundry detergents; Flavor concentrates; Pet food; Humectant in foods; Emulsifier in foods; Cosmetics/ personal care products; Pharma; Paints coatings inks; Cleaners; Water treatment

	ex 2905 49 00
	10
	1254118/2015
	Ethylidynetrimethanol (CAS RN 77-85-0)
	S
	New
	UK
	Applicant
	ROUND 01-2016 For the manufacture of plastics and coatings

	2909 30 38
	
	1163407/2015
	1,1'-(isopropylidene)bis[3,5-dibromo-4-(2,3-dibromo-2-methylpropoxy)benzene] (CAS RN 97416-84-7)
	S
	New
	IT
	Applicant
	ROUND 2016-01 is a chemical substance used to reduce the flammability, heat, smoke and toxicity of plastics, textiles and other materials of wide use

	2909 30 90
	
	1091040/2015
	DE-VERSION:

1-Chlor-2,5-dimethoxybenzol (CAS RN 2100-42-7)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Einsatz in der Farben- und Lackindustrie, Kunststoffindustrie, Druckfarbenindustrie

	2910 90 00
	
	1158583/2015
	Epoxides, epoxyalcohols, epoxyphenols and epoxyethers, with a three-membered ring, and their halogenated, sulphonated, nitrated or nitrosated derivatives

2,3-epoxypropylfenylether (CAS RN 122-60-1)
	S
	New
	NL
	Applicant
	ROUND 2016-01 is a light yellow liquid, low viscosity, aromatic mono epoxide reactive diluent based on ortho cresol

	2912 49 00
	
	1143368/2015
	3-Hydroxy-p-anisaldehyde (CASRN621-59-0)
	S
	New
	AT
	Applicant
	ROUND 01-2016 used for the production of hydroxynitriles (cyanohydrines)

	2914 50 00
	
	899651/2015
	3-Methoxyacetophenone (CAS RN 586-37-8)
	S
	New
	ES
	Applicant
	ROUND 01-2016 It is used to manufacture the API Rivastigmine tartrate

	2914 70 00
	
	900224/2015
	1-(7-Bromo-9,9-difluoro-9H-fluoren-2-yl)-2-chloroethanone (CAS RN 1378387-81-5)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	2914 70 00
	
	899844/2015
	1-(4-Methylphenyl)-4,4,4-Trifluorobutane-1,3-Dione (CAS RN 720-94-5)
	S
	New
	ES
	Applicant
	ROUND 01-2016 It is used to manufacture API.

	2916 39 90
	
	1118166/2015
	5-Iodo-2-methylbenzoic acid (CAS RN 54811-38-0)
	S
	New
	FR
	Applicant
	ROUND 01-2016 Use as a synthesis intermediate in the manufacture of the active ingredient for human medicine

	2917 39 95


	
	3015422/2014


	Reaction mixture containing:

—  1,4-dibutyl terephthalate (CAS RN 1962-75-0),

—  1,4-bis(2-methylpropyl) terephthalate (CAS RN 18699-48-4) and

—  1-butyl-4-(2-methylpropyl) terephthalate (CAS RN 1020110-91-1) 


	S


	Amendment


	NL

IT
	Applicant

Opposed
	ROUND 2016-01 Parties could not come to an agreement within the deadline. Therefore appled for a roll over to the round 1-1-2016 ROUND 2015-07 rejected due to objection Product is a high solvating non-phtalate plasticizer that provides lower plastisol viscosity, better low temperature flexibility and fusion rates similar to high solvating plasticizers in vinyl formulations



	2917 39 95
	
	1242209/2015
	Preparation containing more than 96 % by weight or 1,2,4-Benzenetricarboxylic acid, 1,2,4-trioctyl ester (CAS RN 89-04-3)
	S
	New
	UK
	Applicant
	ROUND 201601 Plasticiser for PVC

	2918 29 00
	
	1138358/2015
	Benzenepropanoic acid, 3,5-bis(1,1-dimethylethyl)-4-hydroxy-, butyl ester (CAS RN 52449-44-2) with a phenolic OH content of more than 4.6 % by weight
	S
	New
	FR
	Applicant
	ROUND 01-2016 Ingredient for advanced and complex industrial formulations of performance enhancing lubricant additives, lubricants and greases

	2918 99 90
	
	1288168/2015
	Trinexapac-Ethyl (CAS RN 95266-40-3)
	S
	New
	DK
	Applicant
	ROUND 2016 01 is intended to be used as a plant growth regulator (PGR) ingredient in the production of PGR end-use products.

	2920 90 85
	
	900370/2015
	Bis(pinacolato)diboron (CAS RN 73183-34-3)

IUPAC name:4,4,4',4',5,5,5',5'-octamethyl-2,2'-bi(1,3,2-dioxaborolane)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	2920 90 85
	
	1242240/2015
	Preparation containing more than 96 % by weight of Diisodecyl phenyl phosphite (CAS RN 25550-98-5)
	S
	New
	UK
	Applicant
	ROUND 2016001 Antioxidant to provide resistance against temperature and yellowness resulting from thermal degradation

	2921 19 99
	
	900088/2015
	N-butyl-N-(3-chloropropyl)butan-1-amine (CAS RN 36421-15-5)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a Active Pharmaceutical Ingredient

	2921 29 00
	
	1158658/2015
	Bis(2-dimethylaminoethyl)(methyl)amine (CAS RN 3030-47-5) 
	S
	New
	NL
	Applicant
	ROUND 2016-01 is a highly active, pure liquid tertiary amine (pentamethyldiethylenetriamine) that is suitable for use as a blowing catalyst in a number of rigid and flexible polyurethane foam applications.

	2921 42 00
	
	1091125/2015
	DE-VERSION:

2-Fluoranilin (CAS RN 348-54-9)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	ex 2921 44 00


	20


	1884/1/2002


	Diphenylamine (CAS RN 122-39-4)


	S


	Amendment


	DE

SK
	Applicant

Opposed
	ROUND 2016 01 objection  Prolongation Exercise 1/1/2014



	2921 51 19
	
	900158/2015
	4-Bromo- 1,2-diaminobenzene (CAS RN 1575-37-7)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a new Active Pharmaceutical Ingredient (NCE New Chemical Entity).

	2921 51 90
	
	1233531/2015
	4-aminodiphenylamine (CAS RN 101-54-2)
	S
	New
	SK
	Applicant
	ROUND 2016 01 4-ADPA is used for the production of antioxidants

	2921 59 90
	
	1091162/2015
	DE-VERSION:

Tris-(4-aminophenyl)-methan (CAS RN 548-61-8)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Die Ware wird in einem mehrstufigen chemischen Prozess zu einem Isocyanat umgesetzt

	2922 29 00
	
	1111511/2015
	2-Chloro-6-nitro-3-phenoxyaniline (CAS RN 74070-46-5)
	S
	New
	BE
	Applicant
	ROUND 01-2016 used in the production of herbicides

	2922 29 00
	
	1092382/2015
	DE-VERSION:

1,2-Bis(2-aminophenoxy)ethan (CAS RN 52411-34-4)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Einsatz in der chem. techn. Industrie (Zwischenprodukte)  Einsatz in der Pigmentproduktion

	2922 29 00
	
	1162051/2015
	4-Hydroxy-6-(3-sulphoanilino)naphthalene-2-sulphonic acid (CAS RN 25251-42-7) 
	S
	New
	CZ
	Applicant
	ROUND 2016-01 Raw material for production of other chemical compounds. Basic raw material for production of pigments and dyes

	2922 50 00
	
	1163281/2015
	Diethyl aminomalonate hydrochloride (CAS RN 13433-00-6)
	S
	New
	IT
	Applicant
	ROUND 2016-01: product is used as starting material for the production of the Active Pharmaceutical Ingredient (API) MIDAZOLAM and CLORAZEPATE DIPOTASSIUM

	2924 19 00
	
	900298/2015
	(R)-(-)-3-(Carbamoylmethyl)-5-methylhexanoic acid  (CAS RN 181289-33-8)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a Active Pharmaceutical Ingredient

	2924 29 98
	
	1288217/2015
	ISO name: Propyzamide (CAS RN 23950-58-5)
	S
	New
	DK
	Applicant
	ROUND 201601 is intended to be used as an herbicide active ingredient in the production of herbicide end-use products

	2925 29 00
	
	1111522/2015
	Aqueous solution containing by weight more than 33,5 % but not more than 36,5 % of disodium salt of 2,2’-(hydroxyimino) bisethanesulfonic acid (CAS RN 133986-51-3)
	S
	New
	BE
	Applicant
	ROUND 01-2016 this is an ingredient which is mixed together with other chemicals to become a photographic developer solution

	2929 90 00
	
	1111563/2015
	Amino(imino)methanaminium sulfamate (CAS RN 50979-18-5)
	S
	New
	BE
	Applicant
	ROUND 01-2016 It is a salt with flame retardant qualities

	2930 90 99
	
	1091197/2015
	DE-VERSION:

Bis(4-chlorphenyl)sulfon (CAS RN 80-07-9)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Polyethersulfone und Polysulfone sind technische Kunststoffe mit hoher Wärmebestän-digkeit

	2930 90 99
	
	1091225/2015
	DE-VERSION:

Methiocarb (ISO) (CAS RN 2032-65-7)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzmittel

	2930 90 99
	
	1091258/2015
	DE-VERSION:

Methyl(methylthio)acetat (CAS RN 16630-66-3)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	2931 90 80
	
	1053947/2015
	Trimethyl Phosphonoacetate (CAS RN 5927-18-4)
	S
	New
	UK
	Applicant
	ROUND 01-2016 Raw Material used in chemical synthesis to produce intermediate, for subsequent synthesis to Herbicide active ingredient.

	2932 19 00
	
	1091288/2015
	DE-VERSION:

2,5-Dihydro-4-hydroxy-2-oxo-3-furansäure-methylester, Natriumsalz (1:1) (CAS RN 1134960-41-0)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	2932 99 00
	
	899996/2015
	(2-Butyl-5-nitrobenzofuran-3-yl)(4-hydroxyphenyl)methanone (CAS RN 141645-16-1)
	S
	New
	ES
	Applicant
	ROUND 01-2016 Product used in the manufacturing of a Active Pharmaceutical Ingredient

	2933 19 90
	
	1093119/2015
	DE-VERSION:

1,3-Dimethyl-5-fluor-1H-pyrazol-4-carbonylfluorid (CAS RN 191614-02-5)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Die Ware wird in einer mehrstufigen chemischen Umsetzung zum Pflanzenschutzwirkstoff umgesetzt

	2933 21 00
	
	1288234/2015
	3-(3,5-dichlorophenyl)-2,4-dioxo-N-isopropylimidazolidine-1-carboxamide (CAS RN 36734-19-7)

ISO name: Iprodione
	S
	New
	DK
	Applicant
	ROUND 2016 01 is intended to be used as a fungicide active ingredient in the production of fungicide end-use products

	2933 39 99
	
	1138653/2015
	Sulfoxaflor (ISO) (CAS RN 946578-00-3) 
	S
	New
	FR
	Applicant
	ROUND 01-2016 Insect control agent

	ex 2933 39 99


	30


	251560/2009

PROLONG 2015
	Fluazinam (ISO) (CAS RN 79622-59-6)


	S


	Amendment


	BE

DK
	Applicant

Applicant
	Prolongation Exercise 2015-01-01



	2933 49 90
	
	1001791/2015
	[1-(4-Benzyloxy-benzyl)-2-cyclobutylmethyl-octahydro-isoquinoline-4a,8a-diol 
	S
	New
	UK
	Applicant
	ROUND 01-2016 Used as a starting material for the production of api

	2933 59 95
	
	1142619/2015
	DE-VERSION:

6-Methyl-2-oxoperhydropyrimidin-4-ylharnstoff (CAS RN 1129-42-6) mit einer Reinheit von 94 GHT oder mehr
	S
	New
	DE
	Applicant
	ROUND 01-2016 Stickstoff-Komponente bei der Herstellung von Düngemitteln

	2933 59 95
	
	1052913/2015
	5,7-Dimethoxy(1,2,4)triazolo(1,5-a)pyrimidin-2-amine (CAS RN 13223-43-3)
	S
	New
	UK
	Applicant
	ROUND 01-2016 Intermediate used in chemical synthesis to produce Herbicide active ingredient.

	2933 69 80
	
	1091327/2015
	DE-VERSION:

2-Chlor-4,6-dimethoxy-1,3,5-triazin (CAS RN 3140-73-6)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Pflanzenschutzwirkstoff

	2933 69 80
	
	1111604/2015
	1,3,5-Triazinane-2,4,6-trione compound with 1,3,5-triazine-2,4,6-triamine at a ratio of 1:1 (CAS RN 37640-57-6) 
	S
	New
	BE
	Applicant
	ROUND 01-2016 salt with flame retardant qualities

	2933 79 00
	
	1052963/2015
	2-Methoxy-5-Fluoro Uracil (CAS RN 1480-96-2)
	S
	New
	UK
	Applicant
	ROUND 01-2016 Raw Material used in chemical synthesis to produce intermediate, for subsequent synthesis to Herbicide active ingredient and subsequent formulation.

	2933 99 80
	
	1001695/2015
	3-(Salycyloylamino)-1,2,4-triazole (CAS RN 36411-52-6)
	S
	New
	UK
	Applicant
	ROUND 01-2016 product is added as a compound (anti-oxidant) into a Masterbatch

	2933 99 80
	
	1118271/2015
	N-Boc-trans-4-Hydroxy-L-proline methyl ester (CAS RN 74844-91-0) 
	S
	New
	FR
	Applicant
	ROUND 01-2016 Raw material used in the synthesis of a active pharmaceutical ingredient

	2934 99 90
	
	1254173/2015
	7-[4-(diethylamino)-2-ethoxyphenyl]-7-(1-ethyl-2-methyl-1H-indol-3-yl)furo[3,4-b]pyridin-5(7H)-one (CAS RN 69898-40-4)
	S
	New
	UK
	Applicant
	ROUND 2016 01 Used in the production of Beer bottle labels or baby products

	2934 99 90
	
	1288270/2015
	Uridine 5′-diphospho-N-acetylgalactosamine disodium salt (CAS RN 91183-98-1)
	S
	New
	DK
	Applicant
	ROUND 2016 01 Uridine 5′-diphospho-N-acetylgalactosamine disodium salt is a nucleotide used in the research and development of new products for the treatment of bleeding disorders (haemophilia)

	2934 99 90
	
	1288294/2015
	Uridine 5′-diphosphoglucuronic acid trisodium salt (CAS RN 63700-19-6)
	S
	New
	DK
	Applicant
	ROUND 2016 01 The Uridine 5′-diphosphoglucuronic acid trisodium salt is a nucleoside diphosphate sugar which serves as a pharmaceutical raw material in the process of research, development and manufacturing of haemophilia products

	ex 2934 99 90


	24


	555451/2014


	Flufenacet (ISO) (CAS RN 142459-58-3)  with a purity by weight of 95 % or more


	S


	Amendment


	DE

DK
	Applicant

Opposed
	ROUND 2016 01 objection  ROUND 2015-01 >> Intended use: further working to produce plant protection product >> End-use of imported product: plant protection product against weeds



	2935 00 90
	
	1118246/2015
	Flazasulfuron (ISO) (CAS RN 104040-78-0)
	S
	New
	FR
	Applicant
	RPUND 01-2016 used in the production of herbicides

	3201 90 90
	
	1001767/2015
	Acacia mearnsi extract, reaction products with ammonium chloride and formaldehyde (CAS RN 85029-52-3)
	S
	New
	UK
	Applicant
	ROUND 01-2016 The product is made up of modified tannins that are extracted from the bark of the Acacia, Wattle or Mimosa tree. These tannins form the basis of the ammonium tannate monomer

	3204 12 00
	
	1162091/2015
	Colourant C.I. Acid blue 25 (CAS RN 6408-78-2) and preparations based thereon with a Colourant C.I. Acid blue 25 content of 80 % or more by weight
	S
	New
	CZ
	Applicant
	ROUND 2016-01 Raw material for production of other chemical compounds. Basic raw material for production of pigments and dyes

	ex 3204 16 00
	10
	779822/2014
	Colourant Reactive Black 5 (CAS RN 17095-24-8) and preparations based thereon with a colourant Reactive Black 5 content of 60 % or more but not more than 75 % by weight, and including one or more of the following:

— Colourant Reactive Yellow 201 (CAS No. 27624-67-5),

— 1-Naphthalenesulfonic acid,4-amino-3-[[4-[[2-(sulfooxy)ethyl]sulfonyl]phenyl]azo]-, disodium salt (CAS RN 250688-43-8)

— 3,5-diamino-4-[[4-[[2-(sulfooxy)ethyl]sulfonyl]phenyl]azo]-2-[[2-sulfo-4-[[2-(sulfooxy)ethyl]sulfonyl]phenyl]azobenzoic acid sodium salt (CAS RN 906532-68-1

--- UK - Mar 2015 ---

Colourant Reactive Black 5 (CAS RN 17095-24-8) and preparations based thereon with a colourant Reactive Black 5 content of 60 % or more by weight but not more than 75 %
	S
	Amendment
	UK
	Applicant
	ROUND 2016 01 request for an amendment  ROUND 2015-01-01 Reactive dye used in the manufacture of textiles /  garments

	3204 17 00
	
	1001892/2015
	Colourant C.I. Pigment Blue 15:1 (CAS RN 147-14-8) and preparations based thereon with a Colourant C.I. Pigment Blue 15:1 content of 35 % or more by weight
	S
	New
	UK
	Applicant
	ROUND 01-2016 Pigment added to a compound

	3204 17 00


	
	3090942/2013


	Colourant C.I. Pigment Yellow 147 (CAS RN 4118-16-5) and preparations based thereon with a Dye C.I. Pigment Yellow 147 content of 98 % or more determined by high pressure liquid chromatography

--- UK - Nov 2013 ---

Dye C.I. Pigment Yellow 147 (CAS RN 4118-16-5) and preparations based thereon with a Dye C.I. Pigment Yellow 147 content of 98 % or more determined by high pressure liquid chromatography

	S

	Amendment

	UK

UK

NL

CZ
	Applicant

Applicant

Co-applicant

Opposed
	ROUND 2014-07-01 roll-over ROUND 2014-07-01 >> how the component is to be used Dyestuff/pigment for polymer colouration. >> the manufacturing process being used The commercial denomination of the material is high purity colorant for use in PET. The material is intended to be used as a colorant incorporated into food contact PET articles (via liquid masterbatches) at the time of article manufacture.  >> what the finished product is Plastic food containers


	ex 3204 17 00


	30


	1064/2007


	Colourant C.I. Pigment Yellow 97 (CAS RN 12225-18-2) and preparations based thereon with a colourant C.I. Pigment Yellow 97 content of 30 % or more by weight


	S


	Amendment


	DE

DE
	Applicant

Opposed
	ROUND 2016 01 objection  ROUND 2014-07-01: Request for an amended text description based on a classification committee decision that pigment preparations can only be used if the imported product contains 100% of a pigment. The proposed text description is the following: Dye C.I. Pigment Yellow 97 (CAS RN 12225-18-2) and preparations based thereon with a Dye C.I. Pigment Yellow 97  content of 30% or more determined by high pressure liquid chromatography



	ex 3204 17 00


	70


	329456/2011


	Colourant C.I. Pigment Yellow 13 (CAS RN 5102-83-0 or CAS RN 15541-56-7) and preparations based thereon with a colourant C.I. Pigment Yellow 13 content of 60 % or more by weight

	S

	Amendment

	UK

NL

DE

BE
	Applicant

Co-applicant

Opposed


	SUS201507 objection against running measure  ROUND 2014-07-01: Request for an amended text description based on a classification committee decision that pigment preparations can only be used if the imported product contains 100% of a pigment. The proposed text description is the following: Dye C.I. Pigment Yellow 13 (CAS RN 5102-83-0 or CAS RN 6358-85-6 or 15541-56-7) and preparations based thereon with a Dye C.I. Pigment Yellow 13  content of 60% or more determined by high pressure liquid chromatography  1/7/2013 round: opposion has been withdrawn


	3506 91 00
	
	1254126/2015
	Preparation containing 37 % or more but no more than 67 % by weight of:

— styrene butadiene styrene (SBS) copolymers and

— rosin esters

Dissolved in a solvent blend consisting of:

— methyl ethyl ketone

— heptanes and

— toluene or light aliphatic solvent naphta 


	S
	New
	UK
	Applicant
	ROUND 01-2016 These copolymers are coated onto films, foils and tapes for application to painted plastic, metal and foam surfaces

	3506 91 00
	
	1254133/2015
	Preparation of 5 % or more but not more than 20 % by weight of polypropylene or propylene maleic anhydride copolymer in an organic solvent
	S
	New
	UK
	Applicant
	ROUND 01-2016 These solvent-based polyolefin dispersion heat seal coatings are used as laminating adhesives to adhere metal substrates such as aluminium foil, steel or copper to themselves or polypropylene

	3811 21 00
	
	1137567/2015
	Additives consisting of: 

— polyisobutylene succinimide derived from reaction products of and aromatic amine with polyisobutenyl succinic anhydride,

— with more than 40 % by weight but not more than 60 % of mineral oils,

— with more than 0.6 % by weight nitrogen ( %N), but not more than 0.9 %

used in the manufacture of blends of additives for lubricating oils

(1)
	S
	New
	FR
	Applicant
	ROUND 01-2016 It is a dispersant primarily for heavy duty diesel lubricating oils. It specifically designed and especially useful for preventing thickening due to soot accumulation in the lubricant.  It also provides oxidation resistance and helps prevent sludge and deposits. Additionally it is used in hydraulic fluids, i.e. lubricating oils for industrial applications.

	3811 21 00
	
	1137613/2015
	Additives containing:

— phenol, dodecyl- branched, sulphurised, calcium salts

— with a mineral oil content of more than 20 % by weight but not more than 35 % by weight

— with a total base number (TBN) of more than 80 but not more than 180

used in the manufacture of blends of additives for lubricating oils and as a substrate for overbasing to an overbased phenate detergent used in the manufacture of blends of additives for lubricating oils

(1)
	S
	New
	FR
	Applicant
	ROUND 01-2016 Phenate detergent and a substrate for overbasing to an overbased phenate detergent for use in lubricating oils particularly for heavy duty diesel engines.  It reduces the amount of high temperature carbon deposits and degradation, and neutralises acids.

	3811 21 00
	
	1137815/2015
	Antifoam additive consisting of

— a copolymer of 2-ethylhexyl acrylate and ethyl acrylate

— more than 50 % but not more than 80 % by weight of mineral oils

used in the manufacture of blends of additives for lubricating oils 

(1)
	S
	New
	FR
	Applicant
	ROUND 01-2016 The product is a foam inhibitor for lubricants, especially useful for gear oils.  It is also used in antiwear hydraulic fluids and off-highway equipment lubricants.

	3811 21 00
	
	1138422/2015
	Additives containing:

— Calcium dialkylbenzenesulfonate (benzenesulfonic acid, di C10-C14 alkyl derivs, calcium salts, EC No. 939-603-7)

— mineral oils of more than 40 % by weight , but not more than 60 %.

— with a total base number (TBN) of not more than 10

used in the manufacture of blends of additives for lubricating oils

(1)
	S
	New
	FR
	Applicant
	ROUND 01-2016 used in industrial lubricating oils also known as antiwear hydraulic fluids.  Blended into a lubricant the product helps keep the equipment clean and provides rust inhibition

	3811 29 00
	
	1137762/2015
	Additive consisting of a sulphurised mixture of vegetable oil, a long chain α-olefin and an unsaturated fatty acid (CAS RN 160901-39-3) used in the manufacture of blends of additives for lubricating oils

(1)
	S
	New
	FR
	Applicant
	ROUND 01-2016 The product is an ashless oxidation inhibitor, friction modifier and antiwear agent used in gear oils and transmission fluids.

	3812 20 90


	
	3015461/2014


	Plasticizer, containing :

— bis(2-ethylhexyl)-1,4-benzene dicarboxylate (CAS RN 6422-86-2),

— more than 10 % but not more than 60 % by weight of a reaction mixture containing 1,4-dibutyl terephthalate (CAS RN 1962-75-0), 1,4-bis(2-methylpropyl) terephthalate (CAS RN 18699-48-4) and 1-butyl-4-(2-methylpropyl) terephthalate (CAS RN 1020110-91-1) 


	S


	Amendment


	NL

IT
	Applicant

Opposed
	ROUND 2016 01 case resubmitted  ROUND 2015-07
 A specialty plasticizer with improved fusion characteristics



	ex 3815 19 90


	40


	542/3/1990


	Catalyst, as spherical solids, of a diameter of 4 mm or more but not more than 12 mm, consisting of a mixture of metals oxides, including molybdenum oxide, supported on silicon dioxide and/or aluminium oxide, for use in the manufacture of acrylic acid

--- FR - Mar 2015 ---

Catalyst, in the form of spheres of a diameter of 4,2 mm or more but not more than 9 mm, consisting of a mixture of metals oxides containing predominantly oxides of molybdenum, vanadium and copper, on a support of silicon dioxide and/or aluminium oxide, for use in the manufacture of acrylic acid

(1)


	S


	Amendment


	FR

DE
	Applicant

Co-applicant
	ROUND 2016 01 request for an amendment  Prolongation Exercise 1/1/2014



	ex 3815 90 90
	27
	450780/2013
	Catalyst, as hollow cylindrical solids, of a length of 4 mm or more but not more than 12 mm, consisting of a mixture of metals oxides, including molybdenum oxide, inserted within a silicon dioxide matrix, for use in the manufacture of acrylic acid

--- FR - Mar 2015 ---

Catalyst, in the form of hollow cylinders with a length of 5 mm or more but not more than 9 mm, consisting of a mixture of metal oxides containing predominantly oxides of  molybdenum, bismuth, iron and nickel, containing also a charge of silicon dioxide, for use in the manufacture of  acrylic acid

(1)
	S
	Amendment
	FR
	Applicant
	ROUND 2016 01 request for amendment  ROUND 2014-01-01: >> Application : acrylic acid with end use for ethyl, methyl and butyl acrylates and superabsorbent polymer >> Commercial denomination : catalyst ACF-7

	3824 90 90
	
	1001959/2015
	Non halogenated Flame retardant containing by weight:

— 50 % [(± 2 %)] Polyamide 6 (CAS RN 25038-54-4), and

— 50 % [(± 2 %)] [red] Phosphorus (CAS RN 7723-14-0)

with a specific gravity of 1,4-1,7g/cm3
	S
	New
	UK
	Applicant
	ROUND 01-2016 Masterbatch added to a compound

	3824 90 92
	
	1111076/2015
	Preparation containing more than 96 % by weight of 1,2,4-Benzenetricarboxylic acid, mixed decyl and octyl triester (CAS RN 90218-76-1) 
	S
	New
	UK
	Applicant
	ROUND 01-2016 Plasticiser for PVC

	3824 90 92
	
	1102100/2015
	Preparation containing

— 20 % (±1 %) ((3-(sec-butyl)-4-(decyloxy)phenyl)methanetriyl)

— Tribenzene (CAS RN 1404190-37-9) in a solvent of

— 10 % (± 5 %) 2-sec-Butylphenol (CAS RN 89-72-5)

— 64%(±10 %) Solvent naphtha (petroleum), heavy aromatic (CAS RN 64742-94-5)and

— 6 % (± 1.0 %) Naphthalene (CAS RN 91-20-3) 


	S
	New
	UK
	Applicant
	ROUND 01-2016 Tracing Compound for Duty Rebated Fuels

	ex 3824 90 92
	71
	3041921/2013
	Preparation consisting of:

— 74 % or more...

--- AT - Mar 2015 ---

Preparation consisting of:

— 80 % or more but not more than 90 % by weight of (S)-α-hydroxy-3-phenoxy-benzeneacetonitrile (CAS RN 61826-76-4) and

— 10 % or more but not more than 20 % by weight of toluene (CAS RN 108-88-3)


	S
	Amendment
	AT
	Applicant
	ROUND 2016 01 request for amendment  SUS 2015 01/CN change 38 24 90 97  ROUND 2014-07-01 >> Used for the production of an insecticide >> The toluene was added to reduce the viscosity of the product and to facilitate handling

	ex 3824 90 93
	65
	1164/07
	Mixture of phytosterols derived from wood and wood based oils (tall oil), in the form of powder, containing by weight: (...)

--- DE - Mar 2015 ---

Mixture of phytosterols derived from wood and wood based oils (tall oil), in the form of powder with a particle size not more than 300 µm, containing by weight:

— 60 % or more, but not more than 80 % of sitosterols,

— not more than 15 % of campesterols,

— not more than 5 % of stigmasterols,

— not more than 15 % of betasitostanols


	S
	Amendment
	FI
	Applicant
	ROUND 2016 01 request for an amendment  SUS 2015 01/CN change 38 24 90 97  10.07.2012 COMM: Sufficient imports

	3824 90 96
	
	1111633/2015
	Compound of red phosphorous (CAS RN 7723-14-0) and polyamide-6 (CAS RN 25038-54-4) 


	S
	New
	BE
	Applicant
	ROUND 01-2016 Chemical compound with flame retardant qualities.

	3824 90 96
	
	1093245/2015
	DE-VERSION:

Granulat aus Mangan-Zink-Ferrit
	S
	New
	DE
	Applicant
	ROUND 01-2016 Ausgangsmaterial für die Herstellung von Ferritkernen

	3901 10 10
	
	1138534/2015
	Renewable Linear Low Density Polyethylene (LLDPE) (CAS RN 25087-34-7 or 60785-11-7), with :

— 16 % by weight or less of butane, or 16 % by weight or less of butane and hexene,

— a melt flow rate of 0.7 g / 10 min or more, but not more than 4.0 g / 10 min,

— a density of 0,915g / cm³ or more, but not more than 0,924g / cm³, and

— a biobased content higher than 80 % (measured by ISO 13833)


	S
	New
	FR
	Applicant
	ROUND 01-2016 Renewable LLDPE, a type of polyethylene (PE) made from a renewable source

	3901 10 90
	
	1102055/2015
	Preparation containing:

— 80 % or more but not more than 92 % by weight of Bisphenol-A bis(diphenyl phosphate) (CAS RN 5945-33-5)

— not more than 1 % triphenol phosphate (CAS RN 101-02-0) and

— the remainder comprising of oligomers of Bisphenol-A phenol phosphate  


	S
	New
	UK
	Applicant
	ROUND 01-2016 Product to be blended with polymers in the production of thermoplastics

	3901 20 90
	
	1098327/2015
	DE-VERSION:

High-Density-Polyethylen (HDPE) aus nachwachsenden Rohstoffen (CAS RN 25087-34-7 oder CAS RN 9002-88-4) mit

— mit einem Masseanteil an Co-Monomer Buten von weniger als 5 GHT,

— [einem Schmelzindex von 0,01 g / 10 min. oder mehr, allerdings nicht mehr als 30,0 g / 10 min. (gemessen nach ASTM D1238)], gemessen bei einer Temperatur von 190 °C und einem Auflagegewicht von 2,16 kg

— mit einer Dichte von 0,946 g / cm3 oder höher, allerdings nicht mehr als 0,966 g / cm3 (gemessen nach ASTM D792) und

— aus mindestens 90 % nachwachsenden Rohstoffen (gemessen nach ASTM D6866)


	S
	New
	DE
	Applicant
	ROUND 01-2016 The Renewable HDPE, the subject of this application, is a type of polyethylene (PE) made from a renewable source

	3901 90 90
	
	1254148/2015
	Copolymer of ethylene and acrylic acid, with;

— acrylic acid content of 6 % by weight or higher, partially neutralized with sodium or zinc hydroxide.

— a melt flow rate (MFR 190 °C/2.16 kg, ASTM D1238) of 1 g/10 min and higher


	S
	New
	UK
	Applicant
	ROUND 2016 01 These ionic copolymers help produce tough, clear films with outstanding seal integrity for the packaging industry. Exceptional hot tack strength and high melt strength combined with a broad sealing range result in reduced leaks, improved packaging speeds, and sealing through contaminants

	3901 90 90
	
	1254208/2015
	Ethylene maleic anhydride copolymer with;

— a melt flow rate (MFR 190 °C/2.16 kg, ASTM D1238) of 1.3 g/10min or higher,

— a maleic anhydride (CAS 108-31-6) concentration of 0.1 % or more by weight


	S
	New
	UK
	Applicant
	ROUND 2016 01 These copolymer concentrates are specifically designed for flexible and versatile use related to rheology matching, performance optimization and multiple production technologies

	3903 30 00
	
	1091568/2015
	DE-VERSION:

Acrylnitril-Butadien-Styrol-Copolymer (CAS RN 9003-56-9)
	S
	New
	DE
	Applicant
	ROUND 01-2016 Bausystem teile

	3903 90 90
	
	1002017/2015
	Copolymer of styrene-a-methylstyrene (CAS RN 9011-11-4)
	S
	New
	UK
	Applicant
	ROUND 01-2016 Hydrocarbon resin masterbatch added to a compound

	3903 90 90
	
	1261995/2015
	2, 5-Furandione, telomer with ethenylbenzene and (1-methylethyl) benzene [CAS number 26762-29-8], in flake or powder form
	S
	New
	IE
	Applicant
	ROUND 2016 01 The imported material is dispersed and mechanical stirred. The mixture is then neutralized in a reactor by the addition of a base to produce hydrolysed materials.

	ex 3905 91 00
	20
	1048299/2012
	Water soluble copolymer of ethylene and vinyl alcohol (CAS RN 26221-27-2), containing by weight not more than 32 % of the monomer unit ethylene

--- DE - Mar 2015 --

Water soluble copolymer of ethylene and vinyl alcohol (CAS RN 26221-27-2), containing by weight not more than 13 % of the monomer unit ethylene
	S
	Amendment
	DE
	Applicant
	ROUND 2016 01 request for an amendment  ROUND 2013-07-01: Ethylenvinylalkohol-Copolymer wird aus den Monomeren Ethylen und Vinylacetat durch radikalische Polymerisation und anschließende Verseifung hergestellt. Als Nebenkomponenten können Methanol, Methylacetat und Natriumacetat in geringen Mengen enthalten sein.  Die Chemikalie wird als Additiv in Klebstoffen, als Bindemittel und als Dispergiermittel verwendet.

	3906 90 90
	
	1118227/2015
	Copolymer of trimethylolpropane trimethacrylate and methyl methacrylate (CAS RN 28931-67-1), in microsphere form (or in the form of microspheres) with an average diameter of 3 µm
	S
	New
	FR
	Applicant
	ROUND 01-2016 spherical polymer beads which possess high transparency and good heat resistance

	3906 90 90
	
	1138473/2015
	Core shell copolymer of butyl acrylate and alkyl methacrylate, with a particle size of 5 µm or more but not more than 10 µm
	S
	New
	FR
	Applicant
	ROUND 01-2016 incorporation in thermoplastics extrusion process

	ex 3907 20 99
	50
	1279/2008
	Vinyl-silyl terminated perfluoropolyether polymer or mixtures, containing more than 62 % by weight of vinyl-silyl terminated perfluoropolyether

-- NL - Mar 2015 ---

Vinyl-silyl terminated perfluoropolyether polymer or an assortment of two components consisting of the same type of vinyl-silyl terminated perfluoropolyether polymer as the main ingredient
	S
	Amendment
	NL
	Applicant
	ROUND 2016 01 request for amendment  Prolongation Exercise 1/1/2014

	3907 40 00
	
	1241936/2015
	2,2-Bis(4-hydroxyphenyl)propane polycarbonate (CAS RN 24936-68-3)
	S
	New
	UK
	Applicant
	ROUND 2016 01 Hydrocarbon resin masterbatch added to a compound

	3907 60 80
	
	1254141/2015
	Resin content of 30 % or more but not more than 60 % by weight of solid thermoplastic polyester copolymer in organic solvents
	S
	New
	UK
	Applicant
	ROUND 01-2016 Used in both industrial and packaging applications to achieve excellent adhesion to most plastic films and metal surfaces.

	3908 90 00
	
	1111669/2015
	1,4-Benzenedicarboxylic acid polymer with 2-methyl-1,8-octanediamine and 1,9-nonanediamine in powder form


	S
	New
	BE
	Applicant
	ROUND 01-2016 base polymer for parts produced by injection molding technology

	3912 39 85
	
	1101969/2015
	Polyquaternium 10 (CAS RN 68610-92-4)
	S
	New
	UK
	Applicant
	ROUND 01-2016 Used in home and personal care formulations

	3920 10 25
	
	1111702/2015
	Polyethylene foil :

— consisting of minimum seven layers, including barrier layers of ethylene vinylalcohol and of polyamide,

— with a total thickness  of minimum 55 µm,

— with a width of 500 mm or more but not more than 600 mm,

— [with a maximum oxygen transmission of 2g/m²/24hour at 23°C and 75 % RH]


	S
	New
	BE
	Applicant
	ROUND 01-2016 Product used in the manufacture of paper bags.

	3920 92 00
	
	1262131/2015
	Three layered fabric sheet, imported in rolls, comprising a core layer of 100 % Nylon Taffeta, coated on both sides with a polyamide solution, of a total thickness and weight not exceeding 130micron and 71g/Mq 
	S
	New
	IE
	Applicant
	ROUND 01-2016 The imported materials are used in the manufacture of printed labels.

	3921 90 90
	
	1262168/2015
	Three layered fabric sheet, imported in rolls, comprising a Nylon/Polyester blended Taffeta core layer, coated on both sides with a polyamide solution, of a total thickness and weight not exceeding 135 micron and 80 g/Mq.
	S
	New
	IE
	Applicant
	ROUND 2016 01 The imported materials are used in the manufacture of printed labels

	3921 90 90
	
	1262142/2015
	Three layered fabric sheet, imported in rolls, comprising a Nylon/Polyester blended Taffeta, core layer, coated on both sides with a polyamide solution, of a total thickness and weight not exceeding 125micron and 71g/Mq
	S
	New
	IE
	Applicant
	ROUND 2016 01 The imported materials are used in the manufacture of printed labels.

	3926 30 00

8708 29 90
	
	1233437/2015


	Plastic cover of the exterior rear-view mirror for motor vehicles containing functional and mounting brackets


	S


	New


	SK


	Applicant


	ROUND 2016 01 Cover of the exterior rear-view mirrors



	ex 3926 90 97

ex 8543 90 00
	31

60
	753915/2014


	Housings, housing parts, drums, setting wheels, frames, covers and other parts of acrylonitrile-butadiene-styrene of a kind used for the manufacture of remote controls

--- AT - Mar 2015 ---

Housings, housing parts, drums, setting wheels, frames, covers and other parts of acrylonitrile-butadiene-styrene for use in the manufacture of remote controls

(1)


	S


	Amendment


	AT


	Applicant


	ROUND 2016 01 request for an amendment  ROUND 2015-01 The requested articles are housings and various small parts (housing parts, drums, setting wheels etc.) used in for the production of remote controls



	ex 3926 90 97


	80


	969500/2011


	Parts of car radio and car air-conditioner front panels

— of acrylonitrile-butadiene-styrene with or without polycarbonate,

— coated with a copper, a nickel and a chrome layers,

— with a total thickness of coating of 5,54 μm or more but not more than 49,6 μm

--- HU - Mar 2015 ---

Parts of car radio front panels

— of acrylonitrile-butadiene-styrene with or without polycarbonate,

— coated with a copper, a nickel and a chrome layers,

— with a total thickness of coating of 5,54 µm or more but not more than 22,3 µm


	S


	Amendment


	HU

PL
	Applicant

Co-applicant
	ROUND 2016 01 request for an amendment



	4009 42 00
	
	1233159/2015
	Rubber brake hose with

— textile strings,

— wall thickness of 3,2 mm,

— metal hollow terminal pressed on both ends and

— at least one mounting bracket

of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 After being assembled, the rear chassis will be installed to a passenger car

	5402 20 00


	
	3156786/2014


	UK proposal:

Adhesive Activated High Tenacity Multifilament Polyester Yarn with:

— an adhesion to rubber of 6 N/mm using test EN ISO 252,

— a decitex of 660 or more,

— a breaking strength of more than 7cN/dtex

— an elongation at break of 12 % or more but not more than 22 %,

— a hot air shrinkage of not more than 7 % in 10 minutes at 177°C, and

— 0.05 cN/decitex tension 

Adhesive Activated High Tenacity Multifilament Polyester Yarn, with the following properties:

— Has adhesive activated spin finish to improve adhesion to rubber, such that when tested with accordance to EN ISO 252, a minimum of 6N/mm adhesion to rubber is achieved,

— 660 dtex or above,

— Breaking strength above 7 cN/dtex,

— Breaking elongation between 12 % and 22 %,

— hot air shrinkage of less than 7 % in 10 minutes at 177oC, with 0.05cN/dtex tension

	S


	Amendment


	TR

DE

TR
	Applicant

Opposed

Opposed
	ROUND 2015-07 >High tenacity adhesive activated polyester yarn is twisted, woven, treated and used inside rubber conveyor belts for reinforcement



	5503 20 00
	
	1143508/2015
	Hollow staple fibre, not recycled, measuring not more than 5,00 dtex, exclusively of two differently shrinking polyesters, with spiral formed crimp, coated with silicone
	S
	New
	AT
	Applicant
	ROUND 01-2016 Fibre for use for the production of sleeping bags, clothing and bedding products.

	7004 90 80
	
	1162664/2015
	Alkali-aluminosilicate flat glass sheet with a 45 micrometer thick special scratch proof coating, with the following qualities:

— with a total thickness of 0.45 mm or more but not more than 1.1 mm;

— with a width of 300 mm or more but not more than 3210 mm;

— with a length of 300 mm or more but not more than 2000 mm;

— with a visible light transmission of 90 % or more;

— with long period waves of 1.00 mm over 305 mm length;

— with short period ripple of 0.5 mm over 100 mm length;

— with an optical distortion of 55° or more 


	S
	New
	HU
	Applicant
	ROUND 2016-01 used in the manufacture of car glass

	ex 7009 10 00
	20
	847904/2014
	Layered glass with mechanical dimming ability by different angles of incident light comprising:

— whether or not a layer of chrome,

— a break-resistance adhesive tape or hot-melt adhesive, and

— a release film on the front side and protective paper at the back side,

of a kind used for interior rear-view mirrors of vehicles

--- SK - Mar 2015 ---

Layered glass with mechanical dimming ability by different angles of incident light comprising:

— a layer of chrome,

— a break-resistance adhesive tape or hot-melt adhesive, and

— a release film on the front side and protective paper at the back side,

of a kind used for interior rear-view mirrors of vehicles
	S
	Amendment
	SK
	Applicant
	ROUND 2016 01 request for amendment  ROUND 2015-01 Prismatic glass is used to manufacture interior rear-view mirrors in cars

	7326 90 98
	
	1143537/2015
	Iron and steel weights

— whether or not with parts of other material

— whether or not with parts of other metals

— whether or not surface treated

— whether or not printed

of a kind used for the production of remote controls 

(1)
	S
	New
	AT
	Applicant
	ROUND 01-2016 metal weights with different heaviness, which are built into remote controls to give them better haptic and additional weight

	7606 12 92
	
	1165126/2015
	Cold rolled sheets of aluminum alloy 3104 (AIMn 1 Mg1 Cu), thickness not less than 0,245 mm and not more than 0,280 mm, width not less than 1589 mm and not more than 1736 mm, temper H19 (hardness class of the material) used for the production of bodies for beverage cans
	S
	New
	FI
	Applicant
	ROUND 2016-01: >> commercial denomination: aluminum can body stock >> mode of operation: industrial manufacturing (aluminum body stock is machined into aluminum can)

	ex 7606 12 92

ex 7607 11 90
	30

50
	1163/2007


	Aluminium and magnesium alloy strip or foil:

— in rolls,

— of a thickness of 0,14 mm or more but not more than 0,40 mm,

— a width of 12,5 mm or more but not more than 359 mm,

— a tensile strength of 285 N/mm2 or more, and

— an elongation at break of 1 % or more, and

containing by weight:

— 93,3 % or more of aluminium,

— 0,8 % or more but not more than 5 % of magnesium, and

— not more than 1,8 % of other elements


	S


	Amendment


	SE

DE
	Applicant

Opposed
	ROUND 2015-07 description change request



	8101 96 00
	
	1257658/2015
	Tungsten wire:

— withthe maximum cross-sectional dimension of not more than 50 µm,

— containing by weight 99,95 % or more of tungsten,

— with resistance of 40 Ohm/m or more but not more than 300 Ohm/m,

[of a kind used in the production of cars’ heating front window] 
	S
	New
	PL
	Applicant
	ROUND 2016 01 The imported tungsten wire is used for manufacturing of cars’ heating window

	ex 8301 60 00

ex 8413 91 00

ex 8419 90 85

ex 8438 90 00

ex 8468 90 00

ex 8476 90 00

ex 8479 90 80

ex 8481 90 00

ex 8503 00 99

ex 8515 90 00

ex 8531 90 85

ex 8536 90 85

ex 8543 90 00

ex 8708 91 99

ex 8708 99 97

ex 9031 90 85
	10

20

20

10

10

10

87

20

45

20

20

96

50

10

30

30
	589777/2010


	Keypads of silicone or plastic,

— whether or not with parts of metal, plastic, glass fiber reinforced epoxide resin or wood,

— whether or not printed or surface treated,

— whether or not with electrical conducting elements

— whether or not with keypads foil glued on the keyboard

— whether or not with protective foil

— single or multilayer

 --- AT - Mar 2015 ---

Keypads, wholly of either silicone or polycarbonate, including printed keys with electrical contacting elements

	S

	Amendment

	AT

	Applicant

	ROUND 2016 01 request for amendment  ROUND 2013-07-01 - AT: Request for amendment by enlargement of the scope of concerned CN-codes ex 8301 60 00 ex 8413 91 00 ex 8419 90 85 ex 8438 90 00 ex 8468 90 00 ex 8476 90 00 ex 8479 90 80 ex 8481 90 00 ex 8503 00 99 ex 8515 90 00 ex 8531 90 85 ex 8538 90 99 ex 8543 70 90 ex 8708 91 99 ex 8708 99 97 ex 9031 90 85


	ex 8411 99 00
	50
	371587/2013
	Actuator for a single-stage turbocharger:

— with a built-in conducting horn and connecting sleeve,

— whether or not with conducting horns having an operating distance of 20 mm or more but not more than 40 mm,

— with a length of not more than 350 mm,

— with a diameter of not more than 75 mm,

—  with a height of not more than 110 mm

--- NL - Mar 2015 ---

Actuator for a single-stage turbocharger:

— with a built-in conducting horn and connecting sleeve,

— of a stainless steel alloy,

— whether or not with conducting horns having an operating distance of 20 mm or more but not more than 40 mm,

— with a length of not more than 350 mm,

— with a diameter of not more than 75 mm,

— with a height of not more than 110 mm


	S
	Amendment
	HU
	Applicant
	ROUND 2016 01 request for amendment  ROUND 2015-01 renewal / amendment of text description: "with a height of not more than 110 mm" and other  ROUND 2014-01-01: The difference of the pressure delivered from the engine causes the membrane in the actuator to apply pressure to the spring. As a result, the conducting horn is removed from its position, thereby regulating the gas flow on the turbine side of the turbocharger. The actuator’s zero point can be calibrated by turning the nut on the threaded rod

	8421 29 00
	
	1262038/2015
	Viral-free purification suite for biopharmaceutical cell cultures designed for minimal shearing and built to a high level of sterilisation comprising an ultrafiltration-diafiltration unit for concentration of proteins, purification and buffer substitution together with associated load, concentration and buffer vessels for use in a biopharmaceutical facility
	S
	New
	IE
	Applicant
	ROUND 2016 01 The suite to be imported is to be used in the manufacture of biopharmaceutical products using cells or tissues in an otherwise sterile, non-contaminated environment

	8479 82 00
	
	1262059/2015
	Suite comprising one or more vessels whether or not jacketed - each with a rated capacity not exceeding 10,000 litres of austenitic stainless steel (grade 316L) having electropolished and passivated internal surfaces - with internal agitator, sensors and regulating elements –having an associated dedicated programmable logic controlled clean-in-place and sterilise-in-place (CIP/SIP) management system - performing one of the following functions:

— Media preparation

— Cell harvest

— Cell capture

— Buffer preparation

— Purification

 for use in a biopharmaceutical production facility

(1)
	S
	New
	IE
	Applicant
	ROUND 01-2016 The vessel suites are to be used in the manufacture of biopharmaceutical products using cells or tissues in an otherwise sterile, non-contaminated environment.

	8479 89 97

8479 90 20

8479 90 80
	
	1261960/2015


	High Pressure Hard Materials Compression Press ("Link Press"):

— With a 16,000 tonne pressure rating;

— With a ± 1100mm diameter. Bolster;

— With ± 1400mm main cylinder;

— With a Fixed and floating link frame, multiple pump high pressure hydraulic accumulator and pressure system;

— With a double arm manipulator arrangement and connections for piping and electrical systems.

— With a total weight ± 310 tonnes; and

— Creating 30,000 atmospheres at 1500 degrees centigrade using Low Frequency Alternating Current (16000 amps)

	S


	New


	IE


	Applicant


	ROUND 2016 01



	ex 8479 89 97
	90
	1262093/2015
	Equipment comprising an automated control, testing, monitoring and management system with a high level of sterilisation/cleanliness for regulating the supply of water and liquid chemical solutions to drive clean-in-place (CIP) cycle cleaning and sterilising of pharmaceutical bioreactor production equipment - including media preparation, cell culture, cell harvesting and purification suites - having integrated conductivity sensors and flow meters and with associated dedicated single or dual storage CIP tanks for use in a biopharmaceutical production facility 

(1)
	S
	New
	IE
	Applicant
	ROUND 01-2016 The equipment is to be used in the manufacture of biopharmaceutical products using cells or tissues in an otherwise sterile, non-contaminated environment.

	8501 10 99
	
	1093188/2015
	DE-VERSION:

Permanent erregter Gleichstrommotor mit

— einer Mehrphasenwicklung

— einem Außendurchmesser von 28 mm oder mehr, jedoch nicht mehr als 35 mm

— einer Drehzahl von nicht mehr als 12.000 Umdrehungen pro Minute

— mit einer Leistung von nicht mehr als 37,5W

— mit einer Versorgungsspannung von 8V oder mehr, jedoch nicht mehr als 27V


	S
	New
	DE
	Applicant
	ROUND 01-2016 Motor für Aktuator

	ex 8501 31 00

ex 8501 32 00

ex 8501 33 00
	65

50

55
	714/2005


	Fuel cell module containing at least polymer electrolyte membrane fuel cells whether or not in a housing with an integrated cooling system, for use in the manufacture of motor vehicle propulsion systems

(1)


	S


	Amendment


	DE


	Applicant


	Proposal for 1/1/2014 round: The tariff classification of the imported goods might change soon. A tariff classification into HS-heading 8501 has to be considered and checked. The concrete and maybe applicable new CN-Code is not yet known. For this reason we – precautionary and in the course of the prolongation procedure - propose the amendment of the existing suspension in terms of the addition of CN-Code “ex 8501 ….”. It would be for example feasible to consider a double classification.



	ex 8501 31 00
	70
	313124/2012
	DC motors, brushless, with: 

— an external diameter of 80 mm or more, but not more than 100 mm,

— a supply voltage of 12 V,

— an output at 20 °C of 300 W or more, but not more than 750 W,

— a torque 20 °C of 2,00 Nm or more, but not more than 7,00 Nm,

— a rated speed at 20 °C of 600 rpm or more, but not more than 3 100 rpm,

— with or without the rotor angle position sensor of resolver type or Hall effect type,

of the kind used in power steering systems for cars

--- SK - Mar 2015 ---

DC motors, brushless, with:

— an external diameter of 80 mm or more, but not more than 100 mm,

— a supply voltage of 12 V,

— an output at 20 °C of 300 W or more, but not more than 650 W,

— a torque at 20 °C of 2,00 Nm or more, but not more than 5,30 Nm,

— a rated speed at 20 °C of 600 rpm or more, but not more than 3 100 rpm,

— equipped with the rotor angle position sensor of resolver type or Hall effect type,

of the kind used in power steering systems for cars
	S
	Amendment
	PL
	Applicant
	ROUND 2016 01 request for an amendment  Electric motors in question are used for production of electric power steering systems suitable for cars

	8501 61 20
	
	1142585/2015
	DE-VERSION:

Brennstoffzellenmodul, Wechselstromgenerator mit einer Leistung von 7,5 kVA oder weniger, bestehend aus:

— Wasserstofferzeuger (Entschwefler, Reformer und Reiniger),

— PEM-Brennstoffzellenstack und

— Wechselrichter (Inverter)

für den Einsatz als Bestandteil eines Heizgerätes
	S
	New
	DE
	Applicant
	ROUND 01-2016 Brennstoffzellenmodul

	8504 40 82
	
	1143597/2015
	Rectifier in a housing with

— a rated power of not more than 250 W

— an input voltage of 90 V or more, but not more than 305 V

— a certified input frequency of 47 Hz or more, but not more than 440 Hz

— a constant current output of 150 mA or more, but nor more than 15 A

— an operating temperature range of -40°C or more, but not more than + 85°C

— a Start Up Time of less than 0,5 seconds

— a no-load power consumption of not more than 0,5W

— a setup time of not more than1 second

suitable for driving LED-illuminants 
	S
	New
	AT
	Applicant
	ROUND 01-2016 electrical rectifier used to energize LED devices

	8504 40 82
	
	1143644/2015
	Rectifier, potted an wired in a housing with

— a rated power of not more than 250W

— an input voltage of 90V or more, but not more than 305 V

— a certified input frequency of 47 Hz or more, but not more than 440 Hz

— a constant current output of 150 mA or more, but nor more than 15 A

— an operating temperature range of -40°C or more, but not more than + 85°C

— protected against ingress of dust and powerful jetting water according to IP-Code 65 or better (according to standard EN 60529)

— suitable for driving LED-illuminants 


	S
	New
	AT
	Applicant
	ROUND 01-2016 Electrical rectifier used to energize LED devices

	8507 60 00
	
	1217821/2015
	Lithium-ion cylindricalbattery with:

— a nominal capacity of 10Ah or more, but not more than 20Ah;

— a nominal voltage of 12,8 V (± 0.05) or more, but not more than 15,2 V  (± 0.05);

— a power of 128 Wh or more, but not more than 256 Wh,

[of a kind used in the manufacture of electric drives for bicycles] 
	S
	New
	LT
	Applicant
	ROUND 01-2016 Lithium-ion cylindrical batteries are used in manufacturing electric drives for bicycles

	8507 60 00
	
	1217869/2015
	
	S
	New
	LT
	Applicant
	ROUND 01-2016 Lithium-ion accumulators or modules are used in manufacturing Intelligent Plug in Hybrid Electrical Vehicles

	8507 60 00
	
	1144451/2015
	Cylindrical lithium-iron-accumulators or modules with:

— a nominal capacity of 8,8 Ah or more, but not more than 18 Ah,

— a nominal voltage of 36 V or more, but not more than 48 V),

— a power of 412 Wh or more, but not more than 648 Wh,

for use in the manufacture of electric bicycles

(1)
	S
	New
	AT
	Applicant
	ROUND 2016-01 We incorporate the lithium-ion-accumulators in our plant into electric bicycles

	8507 60 00
	
	1232273/2015
	Lithium-ion rechargeable batteries, with:

— a length of 1 200 mm or more, but not more than 2 000 mm

— a width of 800 mm or more, but not more than 1 300 mm

— a height of 2 000 mm or more, but not more than 2 800 mm

— a weight of 1 800 kg or more, but not more than 2 200 kg

— a nominal capacity not less than 95kWh and not more than 140kWh


	S
	New
	NL
	Applicant
	ROUND 01-2016 The product is a battery pack for use in a stationary energy storage application

	8507 60 00
	
	1092430/2015
	DE-VERSION:

12V Lithium-Ionen Starterbatterie, bestehend aus vier wiederaufladbaren Lithium-Ionen-Sekundärzellen, mit

— einer Länge von 350 mm oder mehr, jedoch nicht mehr als 355 mm,

— einer Breite von 170 mm oder mehr, jedoch nicht mehr als 180 mm,

— einer Höhe von 180 mm oder mehr, jedoch nicht mehr als 195 mm,

— einem Gewicht von 10 kg oder mehr, jedoch nicht mehr als 15 kg,

— einer Nennladung von 60 Ah oder mehr, jedoch nicht mehr als 80 Ah,

— in Behältern (=Transportgebinde) zu 1, 8 oder 12 Batterien


	S
	New
	DE
	Applicant
	ROUND 01-2016 zur Verwendung für die Produktion von Personenkraftwagen

	8507 60 00
	
	1215681/2015
	Lithium-ion rechargeable batteries, with

— a thickness of 4 mm (± 0,15 mm),

— a width of 50 mm  (± 0,15 mm) ,

— a length of 125 mm (± 0,15 mm),

— containing or not containing polymer,

for use in the manufacture of products falling within subheading 8517 12 00. 

(1)
	S
	New
	TR
	Applicant
	ROUND 01-2016 Commodity to be imported shall be used in the production of cell phones

	8507 60 00
	
	1215711/2015
	Lithium-ion rechargeable batteries, with

— a thickness of 4 mm (± 0,15 mm),

— a width of 245  mm  (± 0,15 mm) ,

— a length of 90 mm (± 0,15 mm),

— containing or not containing polymer

for use in the manufacture of products falling within subheading 8471 30 00

(1)
	S
	New
	TR
	Applicant
	ROUND 01-2016 Commodity to be imported shall be used in the production of  tablet pc

	8507 60 00
	
	1232310/2015
	Lithium-ion rechargeable batteries, with:

— a length of 150 mm or more, but not more than 300 mm

— a width of 700 mm or more, but not more than 1 000 mm

— a height of 1 100 mm or more, but not more than 1 500 mm

— a weight of 75  kg or more, but not more than 125 kg

— a nominal capacity not less than 5.0kWh and not more than 8.5kWh  


	S
	New
	NL
	Applicant
	ROUND 01-2016 The product is a battery pack for use in a stationary energy storage application.

	ex 8507 60 00
	40
	323539/2012
	Batteries d'accumulateurs électriques ou module au lithium-ion rechargeables ayant les caractéristiques suivantes:

(...)

- un poids compris entre 253 kg et 293 kg, 

(...)

--- FR - Mar 2015 ---

Batteries of ion-lithium electric accumulators or module rechargeable with:

— a length of 1 203 mm or more, but not more than 1 297 mm,

— a width of 282 mm or more, but not more than 772 mm,

— a height of 792 mm or more, but not more than 839 mm,

— a weight of 260 kg or more, but not more than 293 kg,

— power of 22 kWh or 26 kWh, and

— constituted of 24 or 48 modules


	S
	Amendment
	FR
	Applicant
	ROUND 2016 01 request for amendment  ROUND 2014-07 Proposal of amending goods description, since "accumulator" equals "rechargeable batteries"?  For use in the manufacture of rechargeable batteries for the supply of power to electric motor vehicles

	ex 8507 60 00
	87
	1095345/2012
	Lithium-ion rechargeable batteries, with:

— a length of 1 475 mm or more, but not more than 2 820 mm

— a width of 935 mm or more, but not more than 1 660 mm

— a height of 260 mm or more, but not more than 600 mm

— a weight of 320 kg or more, but not more than 700 kg

— a nominal capacity of not more than 130 kWh

--- NL - Mar 2015 ---
Lithium-ion rechargeable batteries, with:

— a length of 1 475 mm or more, but not more than 2 820 mm

— a width of 935 mm or more, but not more than 1 660 mm

— a height of 260 mm or more, but not more than 600 mm

— a weight of 320 kg or more, but not more than 700 kg

— a nominal capacity of 18,4 Ah or more, but not more than 130 Ah,

— put up in packs of 12 or 16 modules


	S
	Amendment
	NL
	Applicant
	ROUND 2016 01 request for an amendment  ROUND 2015-07 description change request  Proposal for 1/1/2014 round: Text amendment: Lithium-ion rechargeable batteries, with:  •a length of 1475 mm or more, but not more than 1515 mm  •a width of 935 mm or more, but not more than 1375 mm   •a height of 260 mm or more, but not more than 270 mm   •a weight of 320 kg or more, but not more than 330 kg   •a nominal capacity of 18,4 Ah or more but not more than 130 Ah,  •put up in packs of 12 or 16 modules  ROUND 2013-07-01: The product is a rechargeable electric vehicle battery used for propulsion and operation of electric vehicles that may include; electric cars, trucks, and vans

	8525 80 19
	
	1215734/2015
	Cameras with image sensor, objective (lens), colour processor, containing a flexible or printed circuit board (fpcb – pcb), receiving audio or not , equal or greater than 2 megapixel resolution wired and/or enclosed camera modules, for use in the manufacture of products falling within subheading 8517 12 00

(1)
	S
	New
	TR
	Applicant
	ROUND 01-2016 Goods that are supposed to be imported will be used in the production of smartphones

	8525 80 19
	
	1215777/2015
	Cameras with image sensor, objective (lens), colour processor, containing a flexible or printed circuit board (fpcb – pcb), receiving audio or not , equal or  greater than 2 megapixel resolution wired and/or enclosed camera modules,  for use in the manufacture of products falling within subheading  8471  30 00

(1)
	S
	New
	TR
	Applicant
	ROUND 01-2016 Goods that is supposed to be imported will be used in the production of tablet computers

	8526 91 20


	
	3033400/2014


	Multifunctional device with GPS module (Global Positioning System), LCD touch screen display, operated via CAN-BUS protocol and with audio module, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— USB connection and decoder for media player connectable to USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, for use in the manufacture of goods of Chapter 87

--- SK - Jan/2 2015 ---

Multifunctional device with GPS (Global Positioning System) module, integrated navigation, LCD touch screen display, operated via CAN-BUS protocol and with audio module, comprising:

— a radio signal tuner AM / FM,

— an antenna connector (75 Ohm),

— a USB connection and decoder for media player connectable to USB port, iPod and AUX,

— a CD drive

— with an operating voltage of 12 V or more, but not more than 14,4 V,

for the use in the manufacture of goods of Chapter 87

--- UK - Jan 2015 --- 

Multifunctional device with GPS (Global Positioning System) module, integrated navigation, LCD touch screen display, operated via CAN-BUS protocol and with audio module, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— USB connection and decoder for media player connectable to USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, for the use in the manufacture of goods of Chapter 87

--- ETQG/AT - Jan 2015 ---

Multifunctional device with GPS module (Global Positioning System), LCD touch screen display, operated via CAN-BUS protocol and with audio module, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— USB connection and decoder for media player connectable to USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, of a kind used in the manufacture of vehicles in Chapter 87

--- SK - Nov 2014 ---

Multifunctional device with GPS (Global Positioning System) module, integrated navigation, LCD touch screen display, operated via CAN-BUS protocol and with audio module, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— USB connection and decoder for media player connectable to USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, for the use in the manufacture of vehicles of Chapter 87

--- ETQG/SK - Nov 2014 ---

Multifunctional device with integrated navigation, LCD touch screen display, operated via CAN-BUS protocol and with audio module, which is consisted at least from:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— USB connection and decoder for media player connectable to USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, for the use in the manufacture of vehicles in Chapter 87 

(1)


	S


	Amendment


	SK

CZ
	Applicant

Opposed
	ROUND 2016-01 case resubmitted  ROUND 2015-07 Complex electronic device with integrated navigation, audio system and LCD display



	ex 8526 91 20

ex 8527 29 00


	80

10


	170226/2010


	Integrated audio module (IAM) with a digital video output for connection to an LCD touch screen monitor, interfaced over the Media Oriented Systems Transport (MOST) network and transported over the MOST High protocol, with or without

— a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner,

— a hard disk drive supporting multiple maps,

— a HD radio,

— a voice recognition system,

— a CD and DVD drive,

and including

— Bluetooth, MP3 and USB input connectivity,

— a voltage of 10 V or more but not more than 16 V,

for the use in the manufacture of vehicles in Chapter 87

(1)

	S

	Amendment

	UK

DE

PL

CZ

PT

PT
	Applicant

Opposed

Opposed

	ROUND 2015-07: reassessment of classification (CN code 8527 2900 affected)  Proposal for 1/1/2014 round: amended text: Integrated audio module (IAM) with a digital video output for connection to an LCD touch screen monitor, interfaced over the Media Oriented Systems Transport (MOST) network and transported over the MOST High protocol, with or without  -a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner, -a hard disk drive supporting multiple maps, -a HD radio, -a voice recognition system, -a CD and DVD drive, and including -Bluetooth, MP3 and USB input connectivity, -a voltage of 10 V or more but not more than 16 V, for the use in the manufacture of vehicles in Chapter 87 (1)  ROUND 2013-07-01 - UK: request for amendment of goods description: bullet point 5 (a connection to an external CD and DVD drive) -> "connection to an external" should be removed


	8527 21 20


	
	3033427/2014


	Audio module with LCD display and front control panel with buttons operating via CAN-BUS protocol, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— RDS decoder,

— 4-channel amplifier 4x21 W,

— USB connection and a decoder for media player connectable to the USB port, iPod and AUX,

— CD drive,

— with or without a Bluetooth module

with an operating voltage of 12 V or more, but not more than 14,4 V, for use in the manufacture of goods of Chapter 87

--- SK/UK - Jan 2015 ---

Audio module with LCD display and front control panel with buttons operating via CAN-BUS protocol, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— RDS decoder,

— 4-channel amplifier 4x21 W,

— USB connection and a decoder for media player connectable to the USB port, iPod and AUX,

— CD drive,

— with or without a Bluetooth module

with an operating voltage of 12 V or more, but not more than 14,4 V, for the use in the manufacture of goods of Chapter 87

--- ETQG/AT/SK - Jan 2015 ---

Audio module with LCD display and front control panel with buttons operating via CAN-BUS protocol, comprising:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm),

— RDS decoder,

— 4-channel amplifier 4x21 W,

— USB connection and a decoder for media player connectable to the USB port, iPod and AUX,

— CD drive,

— with or without a Bluetooth module

with an operating voltage of 12 V or more, but not more than 14,4 V, of a kind used in the manufacture of vehicles in Chapter 87

--- SK - Nov 2014 ---

Audio module with LCD display and front control panel with buttons operating via CAN-BUS protocol, comprising at least:

— radio signal tuner AM / FM,

— antenna connector (75 Ohm)

— 4-channel amplifier 4x21 W,

— USB connection and a decoder for media player connectable to the USB port, iPod and AUX,

— CD drive

with an operating voltage of 12 V or more, but not more than 14,4 V, for the use in the manufacture of vehicles in Chapter 87

(1)


	S


	Amendment


	SK

CZ
	Applicant

Opposed
	ROUND 2016 01 case resubmitted  ROUND 2015-07 The complex audio system includes microprocessors, power amplifier stages, input and output jacks.



	ex 8527 29 00

ex 8543 70 90


	30

13


	914061/2014


	Integrated audio module (IAM) with a digital video output for connection to an LCD touch screen monitor, interfaced over the Controller Area Network (CAN) and operated on medium and high speed CAN bus, with or without

— a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner,

— a hard disk drive supporting multiple maps,

— a DAB HD radio,

— a voice recognition system,

— SMS text read out technology,

and including

— Bluetooth, MP3 and USB input connectivity,

— a voltage of 10 V or more but not more than 16 V,

for the use in the manufacture of vehicles in Chapter 87

--- UK(mail) - Mar 2015 (quota request)

Integrated audio head unit with a digital video output for connection to an LCD touch screen monitor, interfaced over the Controller Area Network (CAN) and operated on medium and high speed CAN bus, with or without

— a printed circuit board (PCB) containing a Global Positioning System (GPS) receiver, a gyroscope, and a Traffic Message Channel (TMC) tuner,

— a hard disk drive supporting multiple maps,

— Flash Memory

— a DAB HD radio

— Wi-Fi Hot Spot technology

— a Voice recognition system

— SMS Text read out technology

and including

— Bluetooth, MP3 and USB input connectivity,

— a voltage of 10 V or more but not more than 16 V,

for the use in the manufacture of vehicles in Chapter 87

(1)

	S

	Amendment

	UK

DE

ES

PL

PT

CZ
	Applicant

Opposed

Opposed

Opposed

Opposed


	round 1.1.2015: Incorporated during the final assembly process into a motor vehicle


	ex 8528 59 70


	10


	1326/1/2000

PROLONG 2015


	Liquid crystal display colour video monitors, excluding those combined with other apparatus, having a DC input voltage of 7 V or more but not more than 30 V, with a diagonal measurement of the screen of 33,2 cm or less,

— without a housing, with back cover and mounting frame,

— or with a housing,

used for permanent incorporation or permanent mounting, during industrial assembly, into goods of Chapters 84 to 90 and 94

(1)

	S

	Amendment

	DE

EU

EU

EU
	Applicant

	ROUND 2015-07 A request for a text amendment to be better translated between EN & DE language Prolongation Exercise 2015-01-01 ROUND 2014-07-01: A request for a text amendment to be better tranlated between EN & DE language.  ROUND 2014-01-01 (resubmission/rollover): request of closing this suspension since measure is already covered by 8529 9092 50


	8529 90 65
	
	1144223/2015
	Electronic assembly comprising at least

— a printed circuit

— processors for multia media applications and video signal processing

— FPGA („Field Programmable Gate Array”)

— Flash memory

— working memory

— HDMI, VGA, USB and RJ-45 interfaces

— sockets of plugs for connecting a LCD-monitor, a LED lighting and a control panel


	S
	New
	AT
	Applicant
	ROUND 201601 The assembly is designed for processing of incoming image data derived from a camera and of control signals, for storing and for outputting these image data to the network interface (wire bound or wireless) or to connected (wire bound or wireless) multimedia devices

	8529 90 92
	
	1098729/2015
	DE-VERSION:

Teilkomponente für LCD-Monitor

— aus einem 5,8 bis 10 Zoll TFT-LCD-Panel mit LED-Hintergrundbeleuchtung, und einer mit EPROM, Microcontroller, Timing Controller und LIN-BUS Treiberbaustein sowie weiteren aktiven und passiven Bauelementen bestückten gedruckten Schaltungen mit 8 Pin-Stecker für die Stromversorgung und 4-Pin LVDS-Schnittstelle, auch in einem Einbaugehäuse,

— mit der für den Betrieb eines Monitors erforderlichen Signalverarbeitungsbaugruppe weder verbunden, noch gemeinsam gestellt,

— für den dauerhaften Einbau oder die dauerhafte Befestigung in Kraftfahrzeuge des Kapitels 87


	S
	New
	DE
	Applicant
	ROUND 01-2016 Infotainment-System, Einbau in Personenkraftfahrzeug/Automobil

	8529 90 92
	
	1093297/2015
	DE-VERSION:

Teilkomponente für LCD-Monitor

— aus einem 5,8 bis 8,0 Zoll TFT-LCD-Panel bestehend, mit oder ohne Touchscreen, mit LED-Hintergrundbeleuchtung, verbunden mit einer mit EEPROM, Microcontroller, LVDS Receiver sowie mit weiteren aktiven und passiven Bauelementen bestückten Schaltung, mit 12 Pin-Stecker für die Stromversorgung und CAN-Schnittstelle sowie LVDS-Schnittstelle,

— in einem Gehäuse, auch mit Bedienelementen nicht nur für Monitorfunktionen,

— geeignet zum Einbau in Kraftfahrzeuge des Kapitels 87


	S
	New
	DE
	Applicant
	ROUND 01-2016 Anzeige-Bedienteil

	8529 90 92
	
	1162007/2015
	Fastening and covering ledges of aluminium alloy containing silicon and magnesium, with a length of  300 mm or more but not more than 2 200 mm, for use in the manufacture of TV sets  

(1)
	S
	New
	CZ
	Applicant
	ROUND 2016-01 used for connecting of the screen panel with the rear box and for covering the panel's edges and the internal components of the TV set

	8531 80 95

8531 90 85
	
	1138598/2015


	Touch Panel Module LCD TFT LCM (3.2 '') ; Combined Nomenclature code: 8531

— Module of which the screen diagonal is 11 cm (3.2 '')

— This product is composed of 3.2 inch touch sensor module and 3.2 inch TFT LCM.

— Transparent type project-capacitive touch panel, which uses ITO glass as the switching devices.

— Touch sensor module is composed of a cover lens, touch panel, gasket and FPC. TFT is a trans-missive type color active matrix liquid crystal display (LCD), which uses amorphous thin film transistor (TFT) as switching devices.

— TFT LCM is composed of a TFT LCD panel, driver IC, FPC, backlight and a bezel unit


	S


	New


	FR


	Applicant


	ROUND 01-2016 Component to be used in hazard warning and assistant equipment of technical aid to the conduct of vehicle



	ex 8536 41 90
	30
	3089807/2013
	A [cuboid-shape] power relay with:

— an electromechanical switching function,

— a load current of 3 amperes or more but not exceeding 16 amperes,

— a coil voltage of 5 volts or more but not exceeding 24 volts,

— a distance between the connector pins of the load circuit not more than 12,5 mm

--- DE - Mar 2015 ---

A cubic-shape power relay with:

— an electromechanical switching function,

— an electrification current of 3 amperes or more but not more than 16 amperes,

— a driver voltage 5 volts or more but not more than 24 volts,

— a distance between switching pins not more than 12,5 mm


	S
	Amendment
	TR
	Applicant
	ROUND 2016 01 Request for an amendment  ROUND 2014-07-01 Power-relay that is used in White-Goods’ electronic cardswith the aim of switching heater and pump components

	8536 49 00
	
	1143714/2015
	Relays with coil data of:

— a nominal voltage of 12 V DC

— a maximum allowable voltage of 16 V DC

— a coil resistance at 20 °C of 26, 7 Ohm (± 10 %)

— a pick-up voltage at 60 °C of not more than 8,5 V

— a drop-out voltage at 20 °C of 1 V or more

— a nominal operating power at 20 °C of 5,4 Watt and

— contact properties:

— a switching voltage of up to 432 V Dc

— a permanent ampacity up to 120 A

for use in the manufacture of batteries for electro vehicles

(1)
	S
	New
	AT
	Applicant
	ROUND 2016 01 Relay for high voltage batteries for electric and hybrid vehicles

	8537 10 91
	
	1163525/2015
	Data processing control module (hereinafter also as “control module” or “module”), with programmable memory controller, with a main power input of 230/240 VAC, containing at least one printed circuit board, microprocessors, relays, at least one blower and heatsink, other connectors for external devices, ferrite cores, diodes, voltage stabilizer, resistors, capacitors, transistors, integrated circuits and Insulated-Gate Bipolar Transistors ("IGBTs"), serial communication bus, wires for board to board connections. The data processing control module is one of a kind used in the manufacturing process of induction cooktop appliances
	S
	New
	IT
	Applicant
	ROUND 2016-01 is used in manufacturing of induction cooktops (commercial denomination: G0, G7 and G8). Its main role in an induction cooktop is powering and processing / analysis of data concerning working parameters of an induction cooktop

	8537 10 91
	
	1167147/2015
	Programmable electronic user interface (i.e. User Interface) for data processing of refrigerating equipment, operating through the asynchronous communication system, including:

— not less than 5 touchless keys,

— two-digit, seven segment LED display,

— connector for LCD display,

— connector for supply voltage of 11-15VDC,

— at least one DC control module with output power of not more than 10W,

— plastic components for backlight unit,

— other components, i.e. capacitors, resistors, connectors, diodes, stabilizers, transistors. 


	S
	New
	PL
	Applicant
	ROUND 2016-01 Electronic user interface used in the production of household refrigerators. The component is usually installed on the door of the machine and its main function is to enable the user to control the parameters of the device.

	8537 10 91
	
	1167179/2014
	Electronic modules of dishwasher appliance, whether or not with a housing, based on a printed circuit board with logic and programmed circuits and other electronics parts such as connectors, capacitors, coils or resistors, at a supply voltage of 230 VAC, containing following blocks:

— not less than 4 control circuits at 230 VAC with output power of not more than 50W

— one, two-way circuit of 230 VAC with a output power of not less than 1800 W for heater control,

— integrated electrical connectors for connecting external electronic modules operating by means of asynchronous communication,

— motor control unit with a power of less than 150 W 

— at least one circuit control with a voltage of not more than 15 VDC


	S
	New
	PL
	Applicant
	ROUND 2016-01: The electronic module is used in manufacturing of dishwashers. Its main role in a dishwasher is processing and analysis of data concerning working parameters of a dishwasher.

	8544 20 00
	
	1233197/2015
	Antenna connecting cable for the transmission of analogous radio (AM/FM) and GPS signal, containing

— a two-core coaxial cable,

— at least one FAKRA connector,

— joint connector,

— at least 5 plastic clips for the attachment to the dashboard

of kind used in the manufacture of goods of Chapter 87 
	S
	New
	SK
	Applicant
	ROUND 01-2016 After being assembled, the dashboard will be installed to a passenger car

	8544 30 00
	
	1233371/2015
	A four-core connecting cable - GND, +5V, D+,D-, for the transmission of the digital signal from the navigation and audio system to a joint USB connector, containing two female connectors of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 After being assembled, the dashboard will be installed to a passenger car.

	ex 8544 30 00


	50


	779749/2014


	Multi-measurement wire harness:

— of a voltage of 5 V or more but not more than 90 V,

— either capable of transmitting information via the CAN protocolor with analogue, digital or analogue and digital measurement lines in one bunch of cables,

for use in the manufacture of vehicles of heading 8711

--- AT - Mar 2015 --- 

Multi-measurement wire harness:

— of a voltage of 5 V or more but not more than 90 V,

— capable of transmitting information via the CAN protocol,

for use in the manufacture of vehicles of heading 8711

(1)


	S


	Amendment


	UK

AT
	Applicant

Co-applicant
	ROUND 2016 01 request for an amendment  ROUND 2015-01-01 Component forms the basis of electrical systems “back bone” of the motor bike and connects all sensors with instrumentation



	8708 30 91
	
	1233075/2015
	Brake caliper jaw casting made of ductile cast iron of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 After being assembled, the rear chassis will be installed to a passenger car

	8708 50 99
	
	1163462/2015
	Transmission shaft in Polyacrylonitrile (PAN) of a unique piece without any joint in the middle with a length between 1 and 2 mt and a weight between 6 and 9 Kg
	S
	New
	IT
	Applicant
	ROUND 2016-01 is a new mass-production product which allows high performing vehicles to gather efficiency and in the meantime leads to an increase of security of the cabin in case of car accidents

	8708 80 35
	
	1233415/2015
	Upper strut insulator containing

— metal holder with three mounting screws,

— rubber bump

of kind used in the manufacture of goods of Chapter 87 
	S
	New
	SK
	Applicant
	ROUND 01-2016 After being assembled, the front chassis will be installed to a passenger car

	8708 80 91
	
	1232968/2015
	Arm of the rear chassis equipped with a ball pivot and metal casing with a pressed-in rubber silent block of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 Arm is fitted on the rear chassis of motor vehicles in pairs (one to the left side and one to the right side respectively).

	8708 80 91
	
	1233003/2015
	Arm of the rear chassis with a protective plastic label equipped with two metal casings with pressed-in rubber silent blocks of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 Arm is fitted on the rear chassis of motor vehicles in pairs (one to the left side and one to the right side respectively).

	8708 95 10
	
	1144299/2015
	Inflatable safety-airbags of high strength polyamide fibre

— sewn

— folded

— preassembled

— with three-dimensionally applied silicone bonding for air bag cavity forming and load-regulated air bag sealing

— suitable for cool inflator technology

— with documentation about successfully performed Digital Seam Scan Technology Test


	S
	New
	AT
	Applicant
	ROUND 2016 01 vehicle specific bags for airbag production

	8708 95 10
	
	1144339/2015
	Inflatable safety-airbags of high strength polyamide fibre

— sewn

— three-dimensional folding

— three-dimensional packing form, fixed by thermal forming


	S
	New
	AT
	Applicant
	ROUND 201601 vehicle specific bags for airbag production

	8708 95 99
	
	1233037/2015
	Front passenger airbag composed of:

— metal housing with at least six mounting brackets,

— embedded safety cushion,

— cartridge filled with compressed gas

of kind used in the manufacture of goods of Chapter 87
	S
	New
	SK
	Applicant
	ROUND 01-2016 The passenger airbag is to be fastened into the dashboard and connected to the electrical circuit

	8714 10 90
	
	1144388/2015
	Inner tubes of a kind used for the production of motorcycle fork rods,

— of SAE1541 carbon steel

— with a hard chromium layer of 20 µm (+15 µm/-5 µm)

— having a wall thickness of 1,45 mm or more, but not more than 1,5 mm

— having an elongation of 15 %


	S
	New
	AT
	Applicant
	ROUND 2016 01 we integrate the inner tubes into fork rods and process these to motorcycle forks

	ex 8714 91 30

ex 8714 91 30

ex 8714 91 30
	23

33

70
	3087046/2013


	Front forks with aluminium legs for use in the manufacture of bicycles

--- NL - Mar 2015 ---

Aluminium front forks for use in the manufacture of bicycles

(1)


	S


	Amendment


	NL

AT


	Applicant

Co-applicant


	ROUND 2016 01 request for amendment  ROUND 2015-01-01: textual amendment   ROUND 2014-07-01 >> Mode of operation:  A front fork is a fork like shaped part which connect the front wheel with the frame, with a certain angle of freedom to be able to steer the bike. A suspension front fork is made of 2 components which are connected by a shock system. One component is connected to the bike frame, while the other is connected to the front wheel. >> Type of product in which it is to be incorporated: Bicycle



	ex 9001 50 41

ex 9001 50 49
	10

10
	825118/2014


	Organic uncut corrective eyeglass lens, both sides finished, round in shape:

— of a diameter of 4,9 cm or more but not more than 8,2 cm,

— of a total thickness of 0,5 cm or more but not more than 1,2 cm,

of a kind used to be processed in order to be adapted to a pair of glasses 


	S


	Amendment


	FR


	Applicant


	ROUND 2015-01-01 The product is an ophthalmic lens for glasses adaptable to the vision correction of the wearer, worked on both surfaces, receiving the appropriate treatments and having to be adapted on a pair of glasses.



	ex 9001 50 80
	10
	824923/2014
	Organic uncut corrective eyeglass lens, one side finished only, round in shape:

— of a diameter of 5,9 cm or more but not more than 8,5 cm,

— of a total thickness of 1,2 cm or more but not more than 2,7 cm,

of a kind used to be processed in order to be adapted to a pair of glasses
	S
	Amendment
	FR
	Applicant
	ROUND 2015-01-01 The product is an ophthalmic lens for glasses adaptable to the vision correction of the wearer, worked on both surfaces, receiving the appropriate treatments and having to be adapted on a pair of glasses.

	9013 20 00
	
	1111757/2015
	Red, blue and green laser modules consisting of a laser diode on a metal submount with optical elements and electric connectors in a hermetic housing, with or without mirrors or a Periodically Poled Lithium Niobate (PPLN) crystal, with an optical output power of 1W or more but not more than 50W, operating within an exact range of center wavelengths specified per color:

— Red: 600nm or more but not more than 665nm

— Green: 515nm or more but not more than 560nm

— Blue: 435nm or more but not more than 475nm

and operational in two or more closely spaced wavelength bins mutually parted by 1nm or more but not more than 5nm  
	S
	New
	BE
	Applicant
	ROUND 0-2016 The laser modules to be used in constant drive current or pulsed operation.

	9401 90 80
	
	1233599/2015
	The outer part of the headrest made of perforated bovine leather, lined with a scrim-reinforced lamination liner and without a foam padding used in manufacture of seats of motor vehicles


	S
	New
	SK
	Applicant
	ROUND 2016 01 Covers of the car seat headrests made of perforated leather
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